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References to Technical Papers and Technical Articles Published in Journal of Petroleum 
Technology and Technical Papers Published in Society of Petroleum Engineers Journal 
during 1967 
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ACCREDITATION: how it is done and what it accomplishes, 
(Tech. Art.) JPT Mar., 333 
ACQUISITIONS: producing oil properties: tax consequences on 
investment yardsticks, (Tech. Art.) JPT Dec., 1547 
ACTIVATION “LOGGING: companion log to neutron lifetime log, 
(Tech. Art.) JPT Apr., 479 
Apamson, D. K.: Case History of a VWAAIME Section, (Tech. 
Art.) JPT Mar., 363 
Petroleum Engineering Enrollments Continue to Climb, 
(Tech. Art.) JPT Jan., 62 
Appitives: hardness reducers: effect on failure characteristics 
of rock, SPEJ Sept., 295; discussion, 299 
polymers: comparison of flooding with waterflooding at Hunt- 
_— Beach, California, (Tech. Art.) JPT Sept., 
AIME: See American Institute of Mining, Metallurgical, and 
Petroleum Engineers 
ALASKA: management of the naval petroleum reserves to main- 
tain a potential, (Tech. Art.) JPT Mar., 297 
AucerIA: Hassi Er R’Mel field: gas condensate; prediction of 
oy dependence of well deliverability, SPEJ June, 
ALLEGHENY Fietp: See New York 
AMERICAN INSTITUTE OF MINING, METALLURGICAL, AND PETRO- 
LEUM ENGINEERS: actions of the board, (Tech. Art.) 
JPT Apr., 512 
actions > Board of Directors, (Tech. Art.) JPT Aug., 


annual meeting offers strong petroleum-mining program, 
(Tech. Art.) JPT Jan., 66 


—, image and manpower, (Tech. Art.) JPT Nov., 
47 


petroleum recruiting: a story of diminishing reserves, (Tech. 
Art.) JPT June, 737 
president believes minerals are the keystone to the world’s 
economy, (Tech. Art.) JPT Sept., 1184 
woman’s auxiliary: case history of a new section, (Tech. 
Art.) JPT Mar., 363 
1968 annual meeting attendance, (Tech. Art.) JPT Oct., 1369 
Ammonia: tracer: used in Deerfield, Missouri, pilot test of 
recovery by steam drive, JPT July, 956 
Amott, E., et al: Discussion on Mobility Control With Polymer 
Solutions, SPEJ June, 170 
Anperson, R. O.: Hydrocarbons and 1980, (Tech. Art.) JPT 
Oct., 1325 
Anperson, T. O. and Staut, E. J.: A Study of Induced Frac- 
turing Using an Instrumental Approach, JPT Feb., 
261; discussion, 266 
Anprews, D. E., et al: The Prediction of Flow Patterns, Liquid 
Holdup and Pressure Losses Occurring During Con- 
tinuous Two-Phase Flow In Horizontal Pipelines, 
JPT June, 815 
Anpsacer, R. L. and Knapp, R. M.: Acoustic Determination of 
-— Levels in Gas Wells, (Tech. Art.) JPT May, 


ANISOTROPIC RESERVOIRS: vertical fractures in matrix: perform- 
ance, SPEJ June, 221 
Annis, M. R.: High-Temperature Flow Properties of Water- 
Base Drilling Fluids, JPT Aug., 1074 
ANNULUS: geometry: function in displacement mechanics in 
primary cementing, JPT Feb., 251 
AQUIFERS: gas storage fields: calculation of leak location, 
(Tech. Art.) JPT May, 623 
calculation of water displacement by gas in development, 
June, 105 
case history of development in a Silurian dolomite at Glas- 
ford, Illinois, (Tech. Art.) JPT Sept., 1119 
estimating gas-water contacts using shut-in wellhead pres- 
sures, (Tech. Art.) JPT July, 877 
evaluating a slightly permeable caprock of infinite thick- 
ness, JPT July, 949 
Arxansas: Wesson field: waterflooding prediction and per- 
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formance successful in Hogg Sand Unit, (Tech. 
Art.) JPT Jan., 35 

ATHABASCA Tar SANDS: See Canada 

Atkinson, C. H. and Warp, D. C.: Project Gasbuggy — Status 
Report, (Tech. Art.) JPT Oct., 1319 

Austin, C. F.: Undersea Drilling and Production Sites for 
Petroleum, (Tech. Art.) JPT Oct., 1309 

AUTOMATION: commingling operations: shared-time net oil 
measurement, (Tech. Art.) JPT Dec., 1527 

Aziz, K.: Calculation of Bottom-Hole Pressure in Gas Wells, 
(Tech. Art.) JPT July, 897 


B 


BACKPRESSURE CURVES: gas wells: analysis of some Gulf Coast 
area tests, (Tech. Art.) JPT Dec., 1541 

Barium SULFATE: scale deposition: unique characteristics, JPT 
Oct., 1381 

Batycxy, J. P. and Ritter, R. A.: Numerical Prediction of 
the Pipeline Flow Characteristics of Thixotropic 
Liquids, SPEJ Dec., 369 

BayazeeD, A. F., et al: The Role of Vaporization in High Per- 
centage Oil Recovery by Pressure Maintenance, JPT 
Feb., 245 

BENTONITE: cements: as filler cements, (Tech. Art.) JPT Aug., 
1011 


Berceceay, P.: The Earning Power of Engineers, (Tech. Art.) 
Mar., 311 
Bernard, W. J. and Caupte, B. H.: Model Studies of Pilot 
Waterfloods, JPT Mar., 404 
Besse, C. P. and LeBianc, N. F.: An Application of Oceano- 
graphic Data in Offshore Structural Design, SPEJ 
Sept., 273 
Brnper, G. G., Jn., and Raymonp, L. R.: Productivity of Wells 
in Vertically Fractured, Damaged Formations, JPT 
Jan., 120 
Bits: cutting action of a single diamond under simulated 
borehole conditions, JPT July, 937 
diamond drill: fluid dynamics, SPEJ Dec., 347 
dynamic filtration during microbit drilling, JPT Sept., 1209 
indexed dull tooth penetration into dry rock under confining 
pressure, JPT Sept., 1225 
jet: deflection tools and techniques in high-angle drilling, 
(Tech. Art.) JPT Apr., 469 
micro type: studies of effect of fluid properties and hydraulics 
on drilling rate, JPT Apr., 541 
rock: laboratory evaluation of penetration performance of 
circumferential-toothed type, JPT Jan., 113 
single-blow tooth impact tests on saturated rocks under con- 
a pressure: elevated pore pressure, SPEJ Dec., 
89 
Brxet, H. C. and van Poo.tten, H. K.: Pressure Drawdown 
and Buildup in the Presence of Radial Discontinui- 
ties, SPEJ Sept., 301 
BuiakeELy, R. F. and Porter, P. E.: Generation of a Synthetic 
Vertical Profile of a Fluvial Sandstone Body, SPEJ 
Sept., 243 
Boatman, W. A., Jr.: Measuring and Using Shale Density to 
Aid in Drilling Wells in High-Pressure Areas, 
(Tech. Art.) JPT Nov., 1423 
Boone, D. E.: Discussion on Effect of Hardness Reducers on 
Failure Characteristics of Rock, SPEJ Sept., 299 
BorEHOLES: simulated conditions: cutting action of a single 
diamond, JPT July, 937 
BosweELL, J. L.: Tax Consequences on Investment Yardsticks in 
Oil Property Evaluations, (Tech. Art.) JPT Dec., 
1547 


Bort, R. C.: Cyclic Steam Project in a Virgin Tar Reservoir, 
(Tech. Art.) JPT May, 585 
BOTTOM-HOLE PRESSURE: gas wells: acoustic determination of 
liquid levels, (Tech. Art.) JPT May, 601 
calculations for flowing and static conditions, (Tech. Art.) 
JPT July, 897 
effect of assumptions used to calculate, JPT Apr., 547 
BoTTOM-WATER DRIVE: Redwater field, Alberta, Canada: dis- 
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placement efficiency study, (Tech. Art.) JPT Apr., 
449 


BouNDED RESERVOIR: radial and composite: calculation of 
transient oil production, SPEJ Dec., 355 

Bourne, H. A., et al: Circumferential-Toothed Rock Bits—A 
Laboratory Evaluation of Penetration Performance, 

'  JPT Jan., 113 

Boyp, W. E., Jr., and Granam, J. R.: An Analysis of Chang- 
ing Backpressure Test Curves From Some Gulf 
Coast Area Gas Wells, (Tech. Art.) JPT Dec., 1541 

Boyp, W. E., Jr., and MILter, J., Jn.: Better Investment Plan- 
ning of Gas-Producing Operations By Computer 
Simulation, (Tech. Art.) JPT Feb., 157 

Brannon, H. R., et al: Storm Wave Characteristics, SPEJ 


Mar., 87 

Brit, J. P., et al: An Analytical Description of Liquid Slug 
Flow In Small-Diameter Vertical Conduits, JPT 
Mar., 419 

Broocks, W. R., et al: Case History of Water Pressure Main- 
tenance Operations in the McComb Unit, (Tech. 
Art.) JPT Apr., 457 

Brown, K. E., et al: An Analytical Description of Liquid Slug 
Flow in Small-Diameter Vertical Conduits, JPT 
Mar., 419 

The Prediction of Flow Patterns, Liquid Holdup and Pres- 

sure Losses Occurring During Continuous Two- 
Phase Flow in Horizontal Pipelines, JPT June, 815 

Bruneau, D. G., et al: Applying an Information Retrieval 
System to Well Data, (Tech. Art.) JPT Aug., 1005 

Bucaram, S. M.: An Improved Paraffin Inhibitor, (Tech. Art.) 

; JPT Feb., 150 

Buck ey-LEverETT: displacement theory: application to non- 
communicating layered systems, JPT Nov., 1500 

Buena Vista Hits: See California 

Burtpup curves: See Pressure Buildup 

BUKACEK, 4 F., et al: The Viscosity of Methane, SPEJ Mar., 


BuMPER —~ floating vessels: use when drilling, JPT Dec., 
7 


Bureau oF Mines: director believes minerals are the keystone 
3 the world’s economy, (Tech. Art.) JPT Sept., 
84 


Burke, J. A., et al: Computer Processing of Log Data Im- 
proves Production in Chaveroo Field, (Tech. Art.) 
JPT July, 889 

Burnett, P. G.: Calculation of the Leak Location in an Aqui- 
fer Gas Storage Field, (Tech. Art.) JPT May, 623 

Burnett, P. G., et al: Estimating Gas-Water Contacts in 
Aquifer Gas Storage Fields Using Shut-In Wellhead 
Pressures, (Tech. Art.) JPT July, 877 

ButTerFIELD, O. R.: Management of the Naval Petroleum and 
Oil Shale Reserves: Maintaining a Potential, (Tech. 
Art.) JPT Mar., 297 

Buxton, T. S. and Campsett, J. M.: Compressibility Factors 
for Lean Natural Gas-Carbon Dioxide Mixtures at 
High Pressure, SPEJ Mar., 80 


C 


CatiForNIA: Buena Vista Hills: management of the naval 
petroleum reserves, (Tech. Art.) JPT Mar., 297 
Elk Hills: management of the naval petroleum reserves, 
(Tech. Art.) JPT Mar., 297 
Huntington Beach field: comparison of polymer flooding and 
waterflooding, (Tech. Art.) JPT Sept., 1103 
Inglewood field: plugging thief zones in water injection wells, 
(Tech. Art.) JPT Aug., 999 
Los Angeles basin: effect of pressure drawdown on clean-up 
of clay- or silt-blocked sandstone, JPT Mar., 397 
Oxnard field: cyclic steam project in virgin tar reservoir, 
(Tech. Art.) JPT May, 585 
Wilmington field: treating and completing water injection 
wells, (Tech. Art.) JPT Jan., 49 
CampseELL, J. B., et al: Deerfield Pilot Test of Recovery by 
Steam Drive, JPT July, 956 
CampBELL, J. M.: Petroleum Recruiting—A Story of Diminish- 
ing Reserves, (Tech. Art.) JPT June, 737 
CampBELL, J. M. and Buxton, T. S.: Compressibility Factors 
for Lean Natural Gas-Carbon Dioxide Mixtures at 
High Pressure, SPEJ Mar., 80 
Canapa: Athabasca tar sands: mining is new approach to oil 
production, (Tech. Art.) JPT Oct., 1337 
Redwater field, Alberta: displacement efficiency study, (Tech. 
Art.) JPT Apr., 449 
CARBON DIOXIDE: and natural gas: compressibility factors for 





lean mixtures at high pressure, SPEJ Mar., 80 
slugs: in laboratory study of an improved water-driven LPG 
slug process, SPEJ Sept., 319 
CarBonatTEs: phyical properties: correlations, SPEJ Sept., 266 
Carpenter, H. C. and Lomsarp, D. B.: Recovering Oil by 
Retorting a Nuclear Chimney in Oil Shale, (Tech. 
Art.) JPT June, 727 
Carter, D. V.: Engineering Appraisals, (Tech. Art.) JPT 
Feb., 193 
Carter, R. D.: Discussion on Comparison of Alternating Direc- 
tion Explicit and Implicit Procedures in Two-Di- 
mensional Flow Calculations, SPEJ Mar., V 
CASE HISTORIES: See Field Case Histories 
Casinc: connections: new technology for improved perform- 
ance, (Tech. Art.) JPT Mar., 337 
failure: design criteria for completion of steam injection 
wells, (Tech. Art.) JPT Jan., 15; discussion, JPT 
June, 765 
movement: factor in displacement mechanics in primary 
cementing, JPT Feb., 251 
steam injection: use of an insulating fluid for protection, 
(Tech. Art.) JPT Nov., 1453 
temperature: over-all heat transfer coefficients in steam and 
hot water injections wells, (Tech. Art.) JPT May, 
607 
Caup.te, B. H. and Bernarp, W. J.: Model Studies of Pilot 
Waterfloods, JPT Mar., 404 
CEMENTING: circulating temperatures: method for calculating, 
JPT Nov., 1507 
primary: displacement mechanics, JPT Feb., 251 
Cements: filler: a critique, (Tech. Art.) JPT Aug., 1011 
CHAVEROO FIELD: See New Mexico 
CueaTtHaM, J. B., Jn.: Strain Hardening of a Porous Lime- 
stone, SPEJ Sept., 229 
CuemicaLts: fracture-squeeze treatments: design techniques, 
JPT Nov., 1493 
requirements and applicability determination for wettability 
alteration flooding, JPT June, 839 
Curerici, G. L., et al: Water Drive Gas Reservoirs: Uncer- 
tainty in Reserves Evaluation From Past History, 
JPT Feb., 237; discussion, JPT July, 965 
Crucci, G. M., et al: Water Drive Gas Reservoirs: Uncertainty 
in Reserves Evaluation From Past History, JPT 
Feb., 237; discussion, JPT July, 965 
Cianton, H. W.: Successful Prediction and Performance in 
Waterflooding Wesson Hogg Sand Unit, (Tech. 
Art.) JPT Jan., 35 
Crays: drilling fluids: laboratory drilling rate and filtration 
studies, JPT May, 688 
sandstone blocking: effect of pressure drawdown on clean- 
up, JPT Mar., 397 
Ciecc, M. W.: Some Approximate Solutions of Radial Flow 
Problems Associated With Production at Constant 
Well Pressure, SPEJ Mar., 31 
CLIFFSIDE FIELD: See Texas 
CLosmann, P. J.: Steam Zone Growth During Multiple-Layer 
Steam Injection, SPEJ Mar., 1 
Ciosmann, P. J. and Ratuirr, N. W.: Calculation of Transient 
Oil Production in a Radial Composite Reservoir, 
SPEJ Dec., 355 
Coats: a look ahead at synthetic hydrocarbon technology, 
(Tech. Art.) JPT Oct., 1329 
eee: My useful hydrocarbons, (Tech. Art.) JPT Oct., 


Coats, K. H. and Ricuarpson, J. G.: Calculation of Water 
Displacement by Gas in Development of Aquifer 
Storage, SPEJ June, 105 

Coats, K. H., et al: Simulation of Three-Dimensional, Two- 
Phase Flow in Oil and Gas Reservoirs, SPEJ Dec., 


Coserzy, C. J., et al: Ocean Floor Wellhead Arrangement for 
a Oilwell Pumping, (Tech. Art.) JPT Aug., 
9 


Cocuran, N. P. and Sraser, G. I.: Progress in Producing 
Useful Hydrocarbons From Coal, (Tech. Art.) JPT 
Oct., 1345 

CopE oF oo. engineering appraisals, (Tech. Art.) JPT 
eD., 

CoEFFICIENTS: dispersion: for gases flowing in consolidated 
porous media, SPEJ Mar., 43 

over-all heat transfer: steam and hot water injection wells, 

(Tech. Art.) JPT May, 607 ; 

Cotorapo: naval oil shale reserves: management to maintain 
a potential, (Tech. Art.) JPT Mar., 297 
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CoMMISssION OF ENGINEERING EpucaTION: study: should spe- 
cial curricula in mining, metallurgical and _petro- 
leum engineering be perpetuated? (Tech. Art.) 
JPT July, 909 

ComPtetion: See Well Completion 

CoMPLETION PRACTICE: See Well Completion 

CoMPOSITE RESERVOIR: radial: calculation of transient oil pro- 
duction, SPEJ Dec., 355 

ComposITION: critical: convergence pressure method using, 
SPEJ Mar., 54 

filler cements: a critique, (Tech. Art.) JPT Aug., 1011 
fluid: correlation with dewpoint pressure and temperature, 
SPEJ June, 99 
unsteady-state distributions in two-phase oil reservoirs un- 
dergoing gas injection, SPEJ Mar., 61 

CoMPRESSIBILITY: average: effect of assumptions on bottom- 

hole pressure calculations in gas wells, JPT Apr., 


factors: for lean natural gas-carbon dioxide mixtures at high 
pressure, SPEJ Mar., 80 
ComprEssION: axial and uniform: mode conversion technique 
employed in shear wave velocity studies of rock 
samples, SPEJ June, 136 
Computers: analog: measuring dispersion coefficients for gases 
a in consolidated porous media, SPEJ Mar., 


completion reports of directional drilling, (Tech. Art.) JPT 
Apr., 469 
digital: bottom-hole pressure calculations in gas wells, (Tech. 
Art.) JPT July, 897 
information retrieval system applied to well data, (Tech. 
Art.) JPT Aug., 1005 
liquid slug flow in small-diameter vertical conduits, JPT 
Mar., 419 
numerical solution of pressure drawdown and buildup in 
presence of radial discontinuities, SPEJ Sept., 301 
simulation of unsteady-state distributions of fluid composi- 
tions in two-phase oil reservoirs undergoing gas 
injection, SPEJ Mar., 61 
electronic: evaluating uncertainty in engineering calculations, 


Dec., 
IBM 7044: predicting two-phase pressure drops in vertical 
pipe, JPT June, 829 
IBM 7094: horizontal fracture treatment design study, JPT 
Apr., 559 


integration of partial differential equations for multicom- 
a, two-phase transient radial flow, SPEJ June, 
25 


processing of log data improves production in Chaveroo field, 
New Mexico, (Tech. Art.) JPT July, 889 
——, ~— analysis of dynamometer cards, JPT 
an., 
optimization of gas storage field development, (Tech. Art.) 
JPT Mar., 
shaly sands: approach to determining water saturation, JPT 
Oct., 1395 
simulation: complex gas-producing operations offer better 
investment. planning, (Tech. Art.) JPT Feb., 157 
isothermal displacement processes with interphase mass 
transfer, SPEJ June, 205 
pressure buildup behavior in a two-well gas-oil system, 
SPEJ June, 195 
three-dimensional, two-phase flow in oil and gas reservoirs, 
SPEJ Dec., 377 
statistically analyzing core data, (Tech. Art.) JPT Apr., 497 
symbols: SPE subcommittee proposes new standard, (Tech. 
Art.) JPT May, 629 
well stimulation: calculations of pressure and temperature 
effects on length of tubular goods, JPT Apr., 551; 
discussion, JPT Aug., 1085 
ConpEnsATES: correlation of dewpoint pressure with fluid com- 
position and temperature, SPEJ June, 99 
cycling: low-permeability, high-yield reservoir, (Tech. Art.) 
JPT Jan., 41; discussion, 47 
fields: prediction of time dependence of well deliverability, 
SPEJ June, 113 
multicomponent, two-phase transient radial flow: integration 
of partial differential equations, SPEJ June, 125 
saturation: effect on mobility of low liquid-vapor ratio fluids, 
Mar., 11 
Conpuctivity: five-spot network: effects of isolated permea- 
bility interferences, SPEJ Mar., 20 
fracture: vertical: productivity of wells in damaged forma- 
tions, JPT Jan., 120 
ConseRvATION: helium program: storage in Cliffside field, 
Texas, (Tech. Art.) JPT July, 885 


CONTINUING EDUCATION: professional contemporizing: a per- 
sonal challenge, (Tech. Art.) JPT Sept., 1113 

CONVERGENCE PRESSURE: critical composition method for cal- 
culating, SPEJ Mar., 54 : 

Cook, A. B., et al: The Role of Vaporization in High Percent- 
age Oil Recovery by Pressure Maintenance, JPT 
Feb., 245 

CorE ANALYSIS: correlations of physical properties, SPEJ Sept., 


errors in core oil content data measured by the retort dis- 
tillation method, (Tech. Art.) JPT June, 759 
statistically analyzing data, (Tech. Art.) JPT Apr., 497 
CORRELATIONS: cuttings removal: factors affecting during ro- 
tary drilling, JPT June, 807 
dewpoint pressure with fluid composition and temperature, 
SPEJ June, 99 
drag reduction with modified Deborah number for dilute 
polymer solutions, SPEJ Sept., 325 
flow patterns, liquid holdup and pressure losses occurring 
during continuous two-phase flow in horizontal 
pipelines, JPT June, 815 
horizontal fractures: computer study combines treatment de- 
sign aspects into digital program, JPT Apr., 559 
physical properties of porous media, SPEJ Sept., 266 
storm wave characteristics, SPEJ Mar., 87 
turbulent pipe flow scale-up for rheologically complex fluids, 
SPEJ Sept., 252 
vertical fracture density effect on producing capacity of a 
well, SPEJ June, 221 
viscosity of methane up to 460F and 10,000 psia, SPEJ 
ar., 
CorROSION: control: design techniques for chemical fracture- 
squeeze treatments, JPT Nov., 1493 
Costs: filler cements, (Tech. Art.) JPT Aug., 1011 
well data: applying an information retrieval system, (Tech. 
Art.) JPT Aug., 1005 
Cowan, J. C. and Werntritt, D. J.: Unique Characteristics of 
Barium Sulfate Scale Deposition, JPT Oct., 1381 
Cox, J. T., et al: Computer Processing of Log Data Improves 
Production In Chaveroo Field, (Tech. Art.) JPT 
July, 889 
Crawrorp, H. R., et al: A Method for Calculating Circulating 
Temperatures, JPT Nov., 1507 
Crawrorp, P. B.: Pressure Maintenance Needed Here, (Tech. 
Art.) JPT Nov., 1449 
Crawrorp, P. B. and Husxey, W. L.: Performance of Petrole- 
um Reservoirs Containing Vertical Fractures in the 
Matrix, SPEJ June, 221 
Crawrorp, P. B., et al: A Method for Calculating Circulating 
Temperatures, JPT Nov., 1507 
CRITICAL PATH: visual path analysis, (Tech. Art.) JPT Feb., 


CRITICAL PROPERTIES: convergence pressure calculated by criti- 
cal composition method, SPEJ Mar., 54 
CunnincHaM, R. D. and Netson, R. G.: A New Method for 
Determining a Wells In-Place Hydrocarbons From 
a Pressure Buildup Test, (Tech. Art.) JPT July, 


CURRICULA TRENDS: mining, metallurgical and petroleum en- 
gineering: should special curricula be perpetuated? 
(Tech. Art.) JPT July, 909 

Curtis, M. R., et al: Computer Processing of Log Data Im- 
proves Production in Chaveroo Field, (Tech. Art.) 
JPT July, 889 

Curtincs: factors affecting removal during rotary drilling, 
June, 807 

CycLInc: condensate reservoir: low-permeability, high-yield op- 
eration successful, (Tech. Art.) JPT Jan., 41; dis- 
cussion, 47 


D 


Dappario, E. Q.: Congressman Challenges Engineering Socie- 
ties To Advise Government on Technical Matters, 
(Tech. Art.) JPT May, 653 

Data: oceanographic: application in offshore structural de- 
sign, SPEJ Sept., 273 

well: information retrieval system applied to storage, (Tech. 

Art.) JPT Aug., 1005 

Dausen, D. L. and Menzir, D. E.: Flow of Polymer Solutions 
Through Porous Media, JPT Aug., 1065; discussion, 
1072 

Davinson, L. B., et al: A Mathematical Model of Reservoir 
Response During the Cyclic Injection of Steam, 
SPEJ June, 174 











Day, J. J., et al: Laboratory Study of Rock Softening and 
Means of Prevention During Steam or Hot Water 
Injection, JPT May, 703 
DEBORAH NUMBER: modified: correlation with drag reduction 
for dilute polymer solutions, SPEJ Sept., 325 
DEERFIELD: See Missouri 
DELAWARE BASIN: See Texas 
DeLAwareE-VAL VERDE BASINS: See Texas 
DELIVERABILITY: wells: attempt to predict the time dependence 
in gas condensate fields, SPEJ June, 113 
Gulf Coast area; analysis of changing back-pressure test 
curves, (Tech. Art.) JPT Dec., 1541 
Dempsey, J. R., et al: Practical Application of a Two-Dimen- 
sional Numerical Model for Gas Reservoir Studies, 
(Tech. Art.) JPT Sept., 1127 
Professional Contemporizing: A Personal Challenge, (Tech. 
Art.) JPT Sept., 1113 
Density: shale: measuring and using as aid in drilling wells 
in high-pressure areas, (Tech. Art.) JPT Nov., 1423 
Deposition: barium sulfate scale: unique characteristics, JPT 
Oct., 1381 
DePriester, C. L., et al: Controlled Injection of Sand Con- 
solidation Plastic, (Tech. Art.) JPT Apr., 487 
DesicN: completion of steam injection wells, (Tech. Art.) 
JPT Jan., 15; discussion, JPT June, 765 
offshore structural: application of oceanographic data, SPEJ 
Sept, 273 
techniques for chemical fracture-squeeze treatments, JPT 
Nov., 1493 
DEVELOPMENTS: aquifer storage: calculation of water displace- 
ment by gas, SPEJ June, 105 
case history of Silurian dolomite of Glasford, Illinois, 
(Tech. Art) JPT Sept., 1119 
field: gas storage optimization, (Tech. Art.) JPT Mar., 323 
fuel cells: progress in commercializing, (Tech. Art.) JPT 
June, 749 
McComb field, Mississippi: water pressure maintenance op- 
erations; case history, (Tech. Art.) JPT Apr., 457 
of engineers as managers, (Tech. Art.) JPT Jan., 11 
Dew point: correlation of pressure with fluid composition 
and temperature, SPEJ June, 99 
DietricH, W. K. and Wituuite, G. P.: Design Criteria for 
Completion of Steam Injection Wells, (Tech Art.) 
JPT Jan., 15; discussion, JPT June, 765 
DIRECTIONAL WELLS: deflection tools and techniques in high- 
angle drilling, (Tech. Art.) JPT Apr., 469 
dog-leg control in drilling, JPT Jan., 107 
DisconTINuITIES: radial: effect of presence on pressure draw- 
down and buildup, SPEJ Sept., 301 
DiscoUNTED CASH FLOW: measure of investment worth: vs 
percentage gain on investment method, JPT May, 
679; discussion, 686 
DIsPERSION: coefficients for gases flowing in consolidated por- 
ous media, SPEJ Mar., 43 
DISPLACEMENT EFFICIENCY: Redwater field, Alberta, Canada: 
field case history, (Tech. Art.) JPT Apr., 449 
DISPLACEMENT MECHANISM: See also various types such as 
Gas and LPG Injection, Miscible Displacement, 
Thermal Recovery of Oil and Waterflooding 
Buckley-Leverett: application to non-communicating layered 
systems, JPT Nov., 1500 
isothermal: processes with interphase mass transfer, SPEJ 
June, 205 
primary cementing, JPT Feb., 251 
vaporization: role in high percentage oil recovery by pres- 
sure maintenance, JPT Feb., 245 
water by gas: calculations in development of aquifer stor- 
age, SPEJ June, 105 
DISSOLVED-GAS DRIVE: See Solution-Gas Drive 
DISTILLATION: retort method: errors when measuring core oil 
content data, (Tech. Art.) JPT June, 759 
DistriBuTIONS: Pearson: statistically analyzing core data, 
(Tech. Art.) Apr., 497 
Dopce, J. S. and Krisecer, I. M.: The Laminar-Turbulent 
Transition in Suspension of Rigid Spheres, SPEJ 
Sept., 259 
Dopson, C. R.: Application of the Petroleum Engineer’s Re- 
port to Financing, (Tech. Art.) JPT Feb., 187 
Doerr, T. C., et al: An Analytical Description of Liquid Slug 
Flow in Small-Diameter Vertical Conduits, JPT 
Mar., 419 
Doc-.Lec¢s: control in directionally drilled wells, JPT Jan., 107 
Dotomite: Silurian: case history of aquifer gas storage de- 
velopment of Glasford, Illinois, (Tech. Art.) Sept., 
1119 





DonouueE, D. A. T.: An Economic Appraisal of Steam Flood- 
ing in a Pennsylvania Field, (Tech. Art.) JPT 
Nov., 1437 
DonounuE, D. A. T. and Price, H. S.: Isothermal Displacement 
Processes With Interphase Mass Transfer, SPEJ 
June, 205 
Donovan, R. W.: SPE Subcommittee Proposes New Computer 
Symbols Standard, (Tech. Art.) JPT May, 629 
DRAG REDUCTION: correlation with modified Deborah number 
for dilute polymer solutions, SPEJ Sept., 325 
rheologically complex fluids: general turbulent pipe flow scale- 
up correlation, SPEJ Sept, 252 
Dritt BIT: See Bits and Drilling: bits 
DrILL PIPE: dynamics of string: use of bumper subs when 
drilling from floating vessels, JPT Dec., 1587 
Drituinc: See also Offshore Drilling 
bits: cutting action of a single diamond under simulated 
borehole conditions, JPT July, 937 
diamond drill; fluid dynamics, SPEJ Dec., 347 
single-blow tooth impact tests on saturated rocks under 
confining pressure; elevated pore pressure, SPEJ 
Dec., 389 
directional: high angle; deflection tools and techniques, 
(Tech. Art.) JPT Apr., 469 
dry rock under confining pressure: study of indexed dull 
bit-tooth penetration, JPT Sept., 1225 
failure characteristics of rocks: effect of hardness reducers, 
SPEJ Sept., 295; discussion, 299 
floating vessels: use of bumper subs, JPT Dec., 1587 
microbit: dynamic filtration, JPT Sept., 1209 
penetration performance of circumferential-toothed bits; lab- 
oratory evaluation, JPT Jan., 113 
rotary: factors affecting cuttings removal, JPT June, 807 
strain hardening of a porous limestone, SPEJ Sept., 229 
undersea: and production sites for petroleum, (Tech. Art.) 
JPT Oct., 1309 
wells in high-pressure areas: measuring and using shale 
density as aid, (Tech. Art.) JPT Nov., 1423 
DRILLING FLUIDS: clay and polymer: laboratory drilling rate 
and filtration studies, JPT May, 688 
cuttings removal: factor affecting during rotary drilling, 
T June, 807 
dynamics in a diamond drill bit, SPEJ Dec., 347 
emulsion: laboratory drilling rate and filtration studies, JPT 
July, 943 
water-base: high-temperature flow properties, JPT Aug., 1074 
DRILLING RATE: laboratory studies: clay and polymer drilling 
fluids, JPT May, 688 
emulsion drilling fluids, JPT July, 943 
microbit studies of effect of fluid properties and hydraulics, 
Apr., 541 
Duane, J. W.: Gas Storage Field Development Optimization, 
(Tech. Art.) JPT Mar., 323 
DyYNAMOMETER: diagnostic analysis of cards, JPT Jan., 97 
Dysart, G. R., et al: Computer Calculations of Pressure and 
Temperature Effects on Length of Tubular Goods 
During Deep Well Stimulation, JPT Apr., 551; 
discussion, JPT Aug., 1085 


E 


EacLe CREEK FIELD: See Kentucky 

Eakin, J. L. and Miter, J. S.: Explosives Research to Im- 
prove Flow Through Low-Permeability Rock, (Tech. 
Art.) JPT Nov., 1431 

Ear.Loucuer, R. C., Jr., et al: Pressure Buildup Behavior in a 
Two-Well Gas-Oil System, SPEJ June, 195 

Eaton, B. A., et al: The Prediction of Flow Patterns, Liquid 
Holdup and Pressure Losses Occurring During Con- 
tinuous Two-Phase Flow in Horizontal Pipelines, 
JPT June, 815 

EckeL, J. R.: Microbit Studies of the Effect of Fluid Proper- 
- and Hydraulics on Drilling Rate, JPT Apr-., 
5 

nee: seghneing appraisals, (Tech. Art.) JPT Feb., 
9 


floating drilling: review of procedures after four years’ ex- 
perience, (Tech. Art.) JPT Feb., 167 

fuel cells: progress in developing for commercial use, (Tech. 
Art.) JPT June, 749 

gas-producing operations: better investment planning by com- 
puter simulation, (Tech. Art.) JPT Feb., 157 

hydrocarbons from coal: progress in producing, (Tech. Art.) 

Oct., 1345 
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oil property evaluations: tax consequences on investment 
yardsticks, (Tech. Art.) JPT Dec., 1547 

percentage gain on investments: an investment decision 
yardstick, JPT May, 679; discussion, 686 

steam flooding: appraisal in a Pennsylvania field, (Tech. 
Art.) JPT Nov., 1437 

wettability alteration flooding: determination of chemical re- 
quirements and applicability, JPT June, 839 

world: minerals are a keystone, (Tech. Art.) JPT Sept., 


ECPD: See Engineers’ Council for Professional Development 

EpucaTIon: See Engineering Education 

EFFICIENCY: displacement: Redwater field, Alberta, Canada, 
(Tech. Art.) JPT Apr., 449 

E1ckMEIER, J. R.: Diagnostic Analysis of Dynamometer Cards, 

T Jan., 97 

Emerts, C. K. and Ham, J. D.: Effect of Saturation on Mo- 

ad of Low Liquid-Vapor Ratio Fluid, SPEJ Mar., 


Erterts, C. K. and Sumner, E. F.: Integration of Partial 
Differential Equations for Multicomponent, Two- 
Phase Transient Radial Flow, SPEJ June, 125 

EJC: See Engineers Joint Council 

Exasticity: rocks: simultaneous measurement with pore pro- 
_ under triaxial stress conditions, SPEJ Sept., 


ELectric Loccinc: See Well Logging 

E.x Hits: See California 

Exttott, C. L., et al: Estimating Gas-Water Contacts in Aqui- 
fer Gas Storage Fields Using Shut-In Wellhead 
Pressure, (Tech. Art.) JPT July, 877 

Emutsions: drilling fluids: laboratory drilling rate and filtra- 
tion studies, JPT July, 943 

methods ees surface waters, (Tech. Art.) JPT Dec., 


Enpowments: AIME services financed by, (Tech. Art.) JPT 
Nov., 1475 
ENERGY: equations: bottom-hole pressures in gas wells; effect 
of assumptions, JPT Apr., 547 
fuel cells: progress in developing for commercial use, (Tech. 
Art.) JPT June, 749 
avtneeeae production by 1980, (Tech. Art.) JPT Oct., 


synthetic; a look ahead at technology, (Tech. Art.) JPT 
Oct., 1329 
nuclear: recovering oil by retorting a nuclear chimney in 
oil shale, (Tech. Art.) JPT June, 727 
ENGINEERING: appraisals, (Tech. Art.) JPT Feb., 193 
calculations: evaluating uncertainty, JPT Dec., 1595 
manpower, (Tech. Art.) JPT Nov., 1475 
societies: congressman challenges to advise government on 
technical matters, (Tech. Art.) JPT May, 653 
ENGINEERING EDUCATION: accreditation: how it is done and 
what it accomplishes, (Tech. Art.) JPT Mar., 333 
mining, metallurgical and petroleum engineering: should 
special curricula be perpetuated? (Tech. Art.) 
JPT July, 909 
petroleum engineering: enrollments continue to climb, (Tech. 
Art.) JPT Jan., 62 
petroleum engineers: 1966 recruiting story one of diminish- 
ing reserves, (Tech. Art.) JPT June, 737 
professional contemporizing: a personal challenge, (Tech. 
Art.) JPT Sept., 1113 
ENGINEERING MANPOWER CoMMISSION: employment outlook 
for engineers in mining, metals and petroleum, 
(Tech. Art.) JPT June, 778 
Encineers: AIME annual meeting offers strong petroleum- 
mining program, (Tech. Art.) JPT Jan., 66 
earning power of, (Tech. Art.) JPT Mar., 311 
mining, metals and petroleum: employment outlook, (Tech. 
Art.) JPT June, 778 
ee : ie into managers, (Tech. Art.) JPT 
an., 
ENGINEERS’ COUNCIL FOR PROFESSIONAL DEVELOPMENT: accredi- 
tation: how it is done and what it accomplishes, 
(Tech. Art.) JPT Mar., 333 
ENGINEERS Joint CouNncIL: employment outlook for engineers 
in mining, metals and petroleum, (Tech. Art.) 
JPT June, 778 
ENROLLMENTS: engineering, (Tech. Art.) JPT Mar., 311 
petroleum engineering: continue to climb, (Tech. Art.) 
JPT Jan., 62 
1968 annual meeting, perspective, (Tech. Art.) JPT Oct., 
1369 


EquipMENT: See also names of various types 








bumper subs: use when drilling from floating vessels, JPT 
Dec., 1587 

deflection tools: high-angle drilling, (Tech. Art.) JPT Apr., 
469 


floating rigs: review of procedures after four years’ experi- 
ence, (Tech. Art.) JPT Feb., 167 
hydraulic pumping: ocean floor wellhead arrangement, (Tech. 
Art.) JPT Aug., 983 
measurements simultaneously of pore and elastic properties 
poh rocks under triaxial stress conditions, SPEJ Sept., 
tubular goods: connections; new technology for improved 
performance, (Tech. Art.) JPT Mar., 337 
service conditions and performance, (Tech. Art.) JPT 
May, 617 
wireline tool: completion technique for sand control, (Tech. 
Art.) JPT June, 741 
EvaLuaTIons: caprock: slightly permeable and of infinite 
thickness in aquifer gas storage, JPT July, 949 
engineering appraisals, (Tech. Art.) JPT Feb., 193 
filler cements: compositions, (Tech. Art.) JPT Aug., 1011 
financing: application of petroleum engineer’s report, (Tech. 
Art.) JPT Feb., 187 
investment worth: percentage gain on investment method, 
JPT May, 679; discussion, 686 
laboratory: penetration performance of circumferential- 
toothed rock bits, JPT Jan., 113 
oil property: tax consequences on investment yardsticks, 
(Tech. Art.) JPT Dec., 1547 
radial flow problems associated with production at constant 
well pressure, SPEJ Mar., 31 
reserves: water drive gas reservoirs; uncertainty from past 
history, JPT Feb., 237; discussion, JPT July, 965 
steam flooding: appraisal in a Pennsylvania field, (Tech. 
Art.) JPT Nov., 1437 
stimulation results: Ellenburger gas wells in Delaware-Val 
Verde basins, (Tech. Art.) JPT Aug., 1017 
uncertainity in engineering calculations, JPT Dec., 1595 
Evans, W. M., et al: Laboratory Drilling Rate and Filtration 
Studies of Clay and Polymer Drilling Fluids, JPT 
May, 688 
Laboratory Drilling Rate and Filtration Studies of Emulsion 
Drilling Fluids, JPT July, 943 
Evers, J. F., et al: Preparation and Testing of Low Permea- 
bility Porous Media To Meet Scaling Requirements 
for Gas Reservoir Modeling, SPEJ June, 189 
EXPLOSIVES: research to improve flow through low-permeability 
rock, (Tech. Art.) JPT Nov., 1431 


F 


Farruurst, C. and Harmson, B.: Initiation and Extension of 
Hydraulic Fractures in Rocks, SPEJ Sept., 310 

FAIR-MARKET VALUE: oil and gas properties: application of the 
petroleum engineer’s report to financing, (Tech. 
Art.) JPT Feb., 187 

Faroug ALI, S. M. and Sanprea, R. J.: The Effects of Isolated 
Permeability Interferences on the Sweep Efficiency 
and Conductivity of a Five-Spot Network, SPEJ 
Mar., 20 

Fatt, I. and Sarar, D. N.: Three-Phase Relative Permeability 
Measurement Using a Nuclear Magnetic Resonance 
Technique for Estimating Fluid Saturation, SPEJ 
Sept., 235 ; 

FEDERAL Power CoMMISSION: gas regulation and the produc- 
ing segment of the gas industry, (Tech. Art.) JPT 
Jan., 23 

FEDERAL REGULATIONS: natural gas industry: producing seg- 
ment, (Tech. Art.) JPT Jan., 23 

FIELD APPLICATIONS: See Field Tests 

FIELD CASE HISTORY: See also Field Tests 

Huntington Beach field, California: comparison of polymer 
— and waterflooding, (Tech. Art.) JPT Sept. 
0 


McComb field, Mississippi: water pressure maintenance op- 
erations, (Tech. Art.) JPT Apr., 457 

Redwater field, Alberta, Canada: displacement efficiency 
study, (Tech. Art.) JPT Apr., 449 

Spraberry Trend Area field, Texas: E. T. O’Daniel project, 
a successful flood, (Tech. Art.) JPT Sept, 1137 

visual ee of small oil reservoir, (Tech. Art.) JPT 

eb., 

Wesson field, Arkansas: successful prediction and perform- 
ance in waterflooding Hogg Sand Unit, (Tech Art.) 
JPT Jan., 35 











Fietp tests: See also Evaluations 
back-pressure curve analysis from some Gulf Coast area gas 
wells, (Tech. Art.) JPT Dec., 1541 
chemical fracture-squeeze treatments: design techniques, JPT 
Nov., 1493 
ces | aa method for calculating, JPT Nov., 


cuttings removal: factors affecting during rotary drilling, 
PT June, 807 
cyclic injection of steam: mathematical model of reservoir 
response, SPEJ June, 174 
Deerfield, Missouri: pilot tests of recovery by steam drive, 
JPT July, 956 
evaluating a slightly permeable caprock of infinite thickness 
in aquifer gas storage, JPT July, 949 
injection wells: steam and hot water; over-all heat transfer 
coefficients, (Tech. Art.) JPT May, 607 
in-place hydrocarbons from pressure buildup: new method 
for determining, (Tech. Art.) JPT July, 859 
leak location in an aquifer gas storage field, (Tech. Art.) 
JPT May, 623 
sand consolidation: controlled injection of plastic, (Tech. 
Art.) JPT Apr., 487 
sandstone: clay- or silt-blocked: effect of pressure draw- 
down on clean-up, JPT Mar., 397 
steam injection: use of an insulating fluid for casing pro- 
tection, (Tech. Art.) JPT Nov., 1543 
unsteady-state pressure analyses in reservoir diagnosis, (Tech. 
Art.) JPT July, 869 
wireline tool: completion technique for sand control, (Tech. 
Art.) JPT June, 741 
Firtration: drilling fluids: clay and polymer; laboratory 
studies, JPT May, 688 
dynamic: during microbit drilling, JPT Sept., 1209 
laboratory studies of emulsion drilling fluids, JPT July, 943 
Financinc: See Economics 
Fiscuer, P.’W., et al: Effect of Pressure Drawdown on Clean- 
a of Clay- or Silt-Blocked Sandstone, JPT Mar., 


Freminc, D. K.: Progress in Developing Commercial Fuel 
Cells, (Tech. Art.) JPT June, 749 
FLetcHe_r, P. B., et al: Case History of Water Pressure Main- 
tenance Operations in the McComb Unit, (Tech. 
Art.) JPT Apr., 457 
FLOATING VESSELS: drilling: use of bumper subs, JPT Dec., 
7 


procedures: review after four years’ experience, (Tech. Art.) 
PT Feb., 167 
FLow properties: high-temperature: water-base drilling fluids, 
JPT Aug., 1074 
FLowMETER: logging: analytical and interpretive problems, 
(Tech. Art.) JPT Aug., 993 
FLumw FLow: See also specific application, such as Gas Injec- 
tion, Waterflooding, etc. 
Bingham plastic slurries: in pipes and between parallel 
plates, SPEJ Dec., 342 
dilute polymer solutions: correlation of drag reduction with 
modified Deborah number, SPEJ Sept., 325 
dynamics in a diamond drill bit, SPEJ Nov., 347 
eccentric annulus: displacement mechanics in primary ce- 
menting, JPT Feb., 251 
equations of motion in porous media: propagation velocity 
of pressure pulses, SPEJ Dec., 333 
gas: bottom-hole pressure calculations in wells, (Tech. Art.) 
JPT July, 897 
laminar-turbulent transition in suspension of rigid spheres, 
SPEJ Sept., 259 
liquid slug: analytical description in small-diameter vertical 
conduits, JPT Mar., 419 
low-permeability rock: explosives research to improve, (Tech. 
Art.) JPT Nov., 1431 
mobility control with polymer solutions, SPEJ June, 161; 
discussion, 170 
non-Darcy: predicting the time dependence of well delivera- 
bility in gas condensate fields, SPEJ June, 113 
pipe: turbulent; general scale-up correlation for rheologi- 
cally complex fluids, SPEJ Sept., 252 
pipelines: numerical prediction of characteristics of thixo- 
tropic liquids, SPEJ Dec., 369 
polymer solutions through porous media, JPT Aug., 1065; 
discussion, 1072 
pressure buildup behavior in a two-well gas-oil system, 
SPEJ June, 195 
properties of water-base drilling fluids at high temperature, 
JPT Aug., 1074 








pseudoplastic fluids: rheological properties in porous media, 
SPEJ June, 149; discussion, 159 
radial: some approximate solutions of problems associated 
with production at constant well pressure, SPEJ 
Mar., 31 
two-phase: continuous; prediction of flow patterns, liquid 
holdup and pressure losses occurring in horizontal 
pipelines, J PT June, 815 
predicting pressure drops in vertical pipe, JPT June, 829 
three-dimensional; simulation in oil and gas reservoirs, 
SPEJ Dec., 377 
transient radial flow; integration of partial differential 
— for multicomponent systems, SPEJ June, 


FLUID INJECTION: See Gas and LPG Injection, Miscible Dis- 
placement, Thermal Recovery of Oil and Water- 
flooding 

FLuIp Loss: microbit studies of: effect on drilling rate, JPT 
Apr., 541 

FLUID MECHANICS: convergence pressure: critical composition 
method for calculating, SPEJ Mar., 54 

diamond drill bit, SPEJ Dec., 347 
FLUID PROPERTIES: See also specific properties 
microbit studies of effect on drilling rate, JPT Apr., 541 
rheology: pseudoplastic fluids in porous media, SPEJ June, 
149; discussion, 159 

FLUID SATURATION: estimating from three-phase relative per- 
meability measurement using a nuclear magnetic 
resonance technique, SPEJ Sept., 235 

Foams: streaming potential and rheology, SPEJ Dec., 359 

FORMATION DAMAGE: productivity of vertically fractured wells, 

T Jan., 120 
steam stimulation: theoretical analysis, JPT Mar., 411 

FORMATION EVALUATION: See also Core Analysis, Pressure 

Buildup, Pressure Drawdown and Well Logging 

correlations of physical properties of porous media, SPEJ 
Sept., 266 

log data: computer processing improves production in Cha- 
veroo field, New Mexico, (Tech. Art.) JPT July, 
889 

neutron lifetime logging advances, (Tech. Art.) JPT Apr. 
479 


pressure buildup test: in-place hydrocarbons determined by 
new method, (Tech. Art.) JPT July, 859 
production logging: analytical and interpretive problems, 
(Tech. Art.) JPT Aug., 993 
FORMATION FRACTURES: horizontal: computer study of treat- 
ment design, JPT Apr., 559 
hydraulic: initiation and extension in rocks, SPEJ Sept., 310 
vertical: in matrix; performance of petroleum reservoirs, 
SPEJ June, 221 
productivity of wells in damaged formations, JPT Jan., 120 
FORMATION FRACTURING: chemical fracture-squeeze treatments: 
design techniques, JPT Nov., 1493 
during steam and hot water injection: laboratory study of 
— softening and means of prevention, JPT May, 
70 
induced: study using instrumental approach, JPT Feb., 261; 
discussion, 266 
low-permeability rock: explosives research to improve flow 
through, (Tech. Art.) JPT Nov., 1431 
Foster, W. R., et al: The Equations of Motion of Fluids in 
Porous Media: I. Propagation Velocity of Pressure 
Pulses, SPEJ Dec., 333 
FRACTURED RESERVOIRS OR FRACTURING: See Formation Frac- 
tures and Formation Fracturing 
Fractures: See also Formation Fractures 
Froninc, H R. and Leacu, R. O.: Determination of Chemical 
Requirements and Applicability of Wettability Al- 
teration Flooding, JPT June, 839 
Fuets: a look ahead at synthetic hydrocarbon technology, 
(Tech. Art.) JPT Oct., 1329 
fuel cells: progress in developing for commercial use, (Tech. 
Art.) JPT June, 749 
npsnonnetaes: production by 1980, (Tech. Art.) JPT Oct., 
2 


Funk, J. E. and Myers, H. M.: Fluid Dynamics in a Diamond 
Drill Bit, SPEJ Dec., 347 


G 


Gacnon, P. M., et al: Applying an Information Retrieval Sys- 
tem to Well Data, (Tech. Art.) JPT Aug., 1005 

Garner, N. E.: Cutting Action of a Single Diamond Under 
Simulated Borehole Conditions, JPT July, 937 
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Gas CONDENSATE: See Condensate 
Gas cyciinc: See also Cycling 
oil recovery: high due to role of vaporization, JPT Feb., 245 
Gas INDUSTRY: producing segment: federal gas regulation, 
(Tech. Art.) JPT Jan., 23 
Gas INJECTION: into reservoirs of differing volatilities, (Tech. 
Art.) JPT Nov., 1449 
satin processes with interphase mass transfer, SPEJ 
une, 2 
noncommunicating layered systems: application of Buckley- 
Leverett displacement theory, JPT Nov., 1500 
oil reservoirs: unsteady-state distributions of fluid composi- 
tions in two phases, SPEJ Mar., 61 
Gas uirt: liquid slug flow: analytical description in small- 
diameter vertical conduits, JPT Mar., 419 
wells: predicting two-phase pressure drops in vertical pipe, 
JPT June, 829 
GAS PRODUCTION: acoustic determination of liquid levels in 
wells, (Tech. Art.) JPT May, 601 
computer simulation: better investment planning of opera- 
tions, (Tech. Art.) JPT Feb., 157 
GAS RESERVOIRS: model studies: two-dimensional numerical; 
practical application, (Tech. Art.) JPT Sept., 1127 
modeling: preparation and testing of low permeability porous 
media to meet scaling requirements, SPEJ June, 


189 
simulation of three-dimensional, two-phase flow, SPEJ Dec., 


water drive: reserves evaluation; uncertainty from past 
history, JPT Feb., 237; discussion, JPT July, 965 
GAS STORAGE: aquifer: calculation of leak location, (Tech. 
Art.) JPT May, 623 
estimating gas-water contacts in fields using shut-in well- 
head pressures, (Tech. Art.) JPT July, 877 
evaluating a slightly permeable caprock of infinite thick- 
ness, JPT July, 9 
field development optimization, (Tech. Art.) JPT Mar., 323 
helium: Cliffside field, Texas, (Tech. Art.) JPT July, 885 
vaporization: role in high percentage oil recovery, JPT Feb., 
245 
GAS WATER CONTACT: estimating in aquifer gas storage fields 
using shut-in weilhead pressures, (Tech. Art.) JPT 
July, 877 
Gas wWELLs: bottom-hole pressure: calculations, (Tech. Art.) 
JPT July, 897 
effect of assumptions used to calculate, JPT Apr., 547 
Ellenburger: Delaware-Val Verde basins; study of stimula- 
tion results, (Tech. Art.) JPT Aug., 1017 
Gulf Coast area: analysis of changing back pressure test 
curves, (Tech. Art.) JPT Dec., 1541 
in-place hydrocarbons: determined from pressure buildup 
test, (Tech. Art.) JPT July, 859 
liquid levels: acoustic determination of, (Tech. Art.) JPT 
May, 601 
Gases: See also Natural Gas 
convergence pressure: critical composition method for calcu- 
lating, SPEJ Mar., 54 
dispersion coefficients: when flowing in consolidated porous 
media, SPEJ Mar., 43 
GENERATORS: steam: Thermosludse water treating process, 
(Tech. Art.) JPT Dec., 1537 
Gu, H. F. and Lanmon, C. P.: A Wireline Completion Tech- 
nique for Sand Control, (Tech. Art.) JPT June, 
741 
GLASFORD FIELD: See Illinois 
GLASFORD STRUCTURE: See Illinois 
Gnirk, P. F. and Mussetman, J. A.: An Experimental Study 
of Indexed Dull Bit-Tooth Penetration Into Dry 
Rock Under Confining Pressure, JPT Sept, 1225 
Gocarty, W. B.: Mobility Control With Polymer Solutions, 
SPEJ June, 161; discussion, 170 
Rheological Properties of Pseudoplastic Fluids in Porous 
Media, SPEJ June, 149; discussion, 159 
Gonpouin, M., et al: An Attempt to Predict the Time De- 
pendence of Well Deliverability in Gas Condensate 
Fields, SPEJ June, 113 
Gonza.ez, M. H., et al: The Viscosity of Methane, SPEJ Mar., 
75 


GOVERNMENT: engineering societies challenged by congress- 
man to advise on technical matters, (Tech. Art.) 
JPT May, 653 
research: progress in producing useful hydrocarbons from 
coal, (Tech. Art.) JPT Oct, 1345 
Granam, J. R. and Boyp, W. E., Jn.: An Analysis of Changing 
Backpressure Test Curves From Some Gulf Coast 





Area Gas Wells, (Tech. Art.) JPT Dec., 1541 

Granp Iste Brock 43 Fietp: See Louisiana 

GRAPHICAL ANALYSIS: leak location in an aquifer ‘gas storage 
field, (Tech. Art.) JPT May, 623 

water saturation: approach to determining in shaly sands, 

JPT Oct., 1395 

Gray, K. E. and Yane, J. H.: Single-Blow Bit-Tooth Impact 
Tests on Saturated Rocks Under Confining Pres- 
sure: II. Elevated Pore Pressure, SPEJ Dec., 389 

Gray, K. E. and Youne, F. S., Jn.: Dynamic Filtration During 
Microbit Drilling, JPT Sept., 1209 

GREENFIELD, W. D. and Lusinsx1, A.: Use of Bumper Subs 
When Drilling From Floating Vessels, JPT Dec., 
1587 

Grecory, A. R.: Mode Conversion Technique Employed in 
Shear Wave Velocity Studies of Rock Samples 

og Axial and Uniform Compression, SPEJ June, 


Gurproz, G M: E. T. O’Daniel Project—A Successful Spra- 
berry Flood, (Tech. Art.) JPT Sept., 1137 
Gur Coast: abandonment and salvage of deep water wells 
and structures; Hurricane Betsy, (Tech. Art.) JPT 
Mar., 287 
condensate: effect of saturation on mobility of low liquid- 
vapor ratio fluids, SPEJ Mar. 11 
gas wells: analysis of changing backpressure test curves, 
(Tech. Art.) JPT Dec., 1541 
oceanographic data in offshore structural design, SPEJ Sept., 
273 


storm wave characteristics, SPEJ Mar., 87 
tubular goods: high-pressure service and performance, (Tech. 
Art.) JPT May, 617 


H 


Hapen, E. L., et al: Circumferential-Toothed Rock Bits —A 
Laboratory Evaluation of Penetration Performance, 
JPT Jan., 113 

Harmson, B. and Fairuurst, C.: Initiation and Extension of 
Hydraulic Fractures in Rocks, SPEJ Sept., 310 

Ham, J. D. and Ermerts, C. K.: Effect of Saturation on Mo- 
bility of Low Liquid-Vapor Ratio Fluids, SPEJ Mar., 
11 


Hanks, R. W. and Pratt, D. R.: On the Flow of Bingham 
Plastic Slurries in Pipes and Between Parallel 
Plates, SPEJ Dec., 342 
Harpness: reducers: effect on failure characteristics of rock, 
SPEJ Sept., 295; discussion, 299 
Harrison, N. W.: A Study of Stimulation Results of Ellen- 
burger Gas Wells in the Delaware-Val Verde Basin, 
(Tech. Art.) JPT Aug., 1017 
Hasst Er R’Met Fietp: See Algeria 
HEADLEE DEvoNIAN FiELp: See Texas 
HEAT: conduction: theoretical analysis of steam stimulation, 
JPT Mar., 411 
HEAT CONDUCTION: See Heat: conduction 
HEAT TRANSFER: over-all coefficients in steam and hot water 
injection wells, (Tech. Art.) JPT May, 607 
HEtium: storage in Cliffside field, Texas, (Tech. Art.) JPT 
July, 885 
Henperson, J. H., et al: Practical Application of a Two- 
Dimensional Numerical Model for Gas Reservoir 
Studies, (Tech. Art.) JPT Sept., 1127 
Hissarp, W. R., Jr.: A Look Ahead at Synthetic Hydrocarbon 
Technology, (Tech. Art.) JPT Oct., 1329 
Minerals—Keystone to the Worlds Economy, (Tech. Art.) 
T Sept., 1184 
HIGH PRESSURE: areas: measuring and using shale density to 
aid in drilling wells, (Tech. Art.) JPT Nov., 1423 
mixtures of lean natural gas-carbon dioxide: compressibility 
factors for, SPEJ Mar., 80 
Hittuovwse, J. D. and Usticx, R. E.: Comparison of Polymer 
Flooding and Waterflooding at Huntington Beach, 
California, (Tech. Art.) JPT Sept., 1103 
History: federal gas regulation: producing segment of the gas 
industry, (Tech. Art.) JPT Jan., 23 
water drive gas reservoirs: reserves evaluation uncertain, JPT 
Feb., 237; discussion, JPT July, 965 
HoFFMann, F. and Trupcen, P.: Statistically Analyzing Core 
Data, (Tech. Art.) JPT Apr., 497 
Hopkin, E. A.: Factors Affecting Cuttings Removal During 
Rotary Drilling, JPT June, 807 
Hopkinson, E. C., et al: Advances in Neutron Lifetime Log- 
ging, (Tech. Art.) JPT Apr., 479 
Huitt, J. L., et al: A Computer Study of Horizontal Fracture 
Treatment Design, JPT Apr., 559 













Laboratory Study of Rock Softening and Means of Preven- 
tion During Steam or Hot Water Injection, JPT 
May, 703 
Hutt, R. J.: The Thermosludge Water Treating and Steam 
Generation Process, (Tech. Art.) JPT Dec., 1537 
Hutsey, B. W., et al: General Turbulent Pipe Flow Scale-Up 
Correlation for Rheologically Complex Fuids, SPEJ 
Sept., 252 
Hountincton BeacuH FIELD: See California 
Horst, W.: Discussion on Water Drive Gas Reservoirs: Uncer- 
tainty in Reserves Evaluation From Past History, 
JPT July, 965 
Husxey, W. L. and Crawrorp, P. B.: Performance of Petro- 
leum Reservoirs Containing Vertical Fractures in 
the Matrix, SPEJ June, 221 
Husson, J., et al: An Attempt to Predict the Time Dependence 
of Well Deliverability in Gas Condensate Fields, 
SPEJ June, 113 
HypRAULIC sysTEMS: oilwell pumping: ocean floor wellhead 
arrangement, (Tech. Art.) JPT Aug., 983 
Hyprocarsons: from coal: progress in producing, (Tech. Art.) 
Oct., 1345 
production by 1980, (Tech. Art.) JPT Oct., 1325 
synthetic: a look ahead at technology, (Tech. Art.) JPT 
Oct., 1329 
I 


IrFiy, R., et al: An Attempt to Predict the Time Dependence 
of Well Deliverability in Gas Condensate Fields, 
SPEJ June, 113 
Inu1No!s: Glasford field: gas-water contacts estimated in aquifer 
gas storage fields using shut-in wellhead pressures, 
(Tech. Art.) JPT July, 877 
Glasford structure: case history of aquifer gas storage devel- 
opment in a Silurian dolomite, (Tech. Art.) JPT 
Sept., 1119 
Leaf River field: evaluating a slightly permeable caprock of 
infinite thickness in aquifer gas storage, JPT July, 
49 


Imports: hydrocarbons by 1980, (Tech. Art.) JPT Oct., 1325 

IN sITU COMBUSTION: See Thermal Recovery of Oil 

INFORMATION RETRIEVAL: storage system applied to well data, 
(Tech. Art.) JPT Aug., 1005 

INGLEWOOD FIELD: See California 

InHIBITOR: paraffin: laboratory study improves, (Tech. Art.) 
JPT Feb., 150 

InJECTION: See also Gas and LPG Injection, Miscible Displace- 
ment, Thermal Recovery of Oil and Waterflooding 

sand consolidation plastic: control of, (Tech. Art.) JPT Apr., 

487 


steam: mathematical model of reservoir response during 
cycling, SPEJ June, 174 
steam zone growth in multiple-layer system, SPEJ Mar., 1 
water: hot; laboratory study of rock softening and means of 
prevention, JPT May, 703 
McComb field, Mississippi; case history of pressure main- 
tenance operations, (Tech. Art.) JPT Apr., 457 
INJECTION WELLS: steam: and hot water; over-all heat trans- 
fer coefficients, (Tech. Art.) JPT May, 607 
cyclic project in virgin tar reservoir, (Tech. Art.) JPT 
ay, 585 
design criteria for completion, (Tech. Art.) JPT Jan., 15; 
discussion, JPT June, 765 
water: plugging thief zones, (Tech. Art.) JPT Aug., 999 
treating and completing in Wilmington field, California, 
(Tech. Art.) JPT Jan., 49 
INTERFERENCE: isolated permeability: effects on sweep efficiency 
and conductivity of five-spot network, SPEJ Mar., 20 
INTERPRETATION: log an approach to determining water satura- 
tion in shaly sands, JPT Oct., 1395 
problems of production logging, (Tech. Art.) JPT Aug., 
993 


ees - aie appraisal format, (Tech. Art.) JPT 
eb., 
percentage gain on: an investment decision yardstick, JPT 
May, 679; discussion, 686 
planning of gas-producing operations better by computer 
simulation, (Tech. Art.) JPT Feb., 157 
yardsticks: tax consequences in oil property evaluations, 
(Tech. Art.) JPT Dec., 1547 


J 


Jerrus, D. M. and Stoner, O. E.: Abandonment and Salvage 


416 


of Deep Water Wells and Structures, (Tech. Art.) 
JPT Mar., 287 

Jounson, F. S., et al: The Role of Vaporization in High Per- 
centage Oil Recovery by Pressure Maintenance, JPT 
Feb., 245 

Joints: cross and T: stresses at intersection of tubes, JPT 
May, 695 

Jones, L. D.: Analytical and Interpretive Problems of Produc- 
tion Logging, (Tech. Art.) JPT Aug., 993 


K 


Kaitz, M.: Percentage Gain on Investment — An Investment 
Decision Yardstick, JPT May, 679; discussion, 686 

Katrawar, G. W., et al: Storm Wave Characteristics, SPEJ 
Mar., 87 

Katz, D. L. and Leeatsx1, M. W.: Dispersion Coefficients for 
Gases Flowing in Consolidated Porous Media, SPEJ 
Mar., 43 

Keute, R. O. and Weaver, R. H.: Discussion on A Study of 
nduced Fracturing Using an Instrumental Ap- 
proach, JPT Feb., 266 

Kennepy, H. T. and Nemetnu, L. K.: A Correlation of Dew- 
point Pressure With Fluid Composition and Tem- 
perature, SPEJ June, 99 

Kentucky: Eagle Creek field: gas-water contacts estimated in 
aquifer gas storage fields using shut-in wellhead 
pressures, (Tech. Art.) JPT July, 877 

Kirkpatrick, C. V.: Accreditation: How It Is Done and What 
It Accomplishes, (Tech. Art.) JPT Mar., 333 

Knapp, R. M. and Anpsacer, R. L.: Acoustic Determination of 
Liquid Levels in Gas Wells, (Tech. Art.) JPT May, 
601 

Knicut, R. K., et al: Discussion on Mobility Control With 
Polymer Solutions, SPEJ June, 170 

Know es, C. R., et al: The Prediction of Flow Patterns, Liquid 
Holdup and Pressure Losses Occurring During Con- 
tinuous Two-Phase Flow in Horizontal Pipelines, 
JPT June, 815 

Knox, J. A., et al: Design Techniques for Chemical Fracture- 
Squeeze Treatments, JPT Nov., 1493 

Kriecer, I. M. and Donce, J. S.: The Laminar-Turbulent Tran- 
sition in Suspension of Rigid Spheres, SPEJ Sept., 
259 

Kruecer, R. F., et al: Effect of Pressure Drawdown on Clean- 
Up of Clay- or Silt-Blocked Sandstone, JPT Mar., 
397 


L 


LABORATORY STUDIES: barium sulfate scale deposition: unique 
characteristics, JPT Oct., 1381 
bits: cutting action of a single diamond under simulated 
borehole conditions, JPT July, 937 
single-blow tooth impact tests on saturated rocks under 
confining pressure; elevated pore pressure, SPEJ 
Dec., 389 
condensate saturation: effect on mobility of low liquid-vapor 
ratio fluids, SPEJ Mar., 11 
dilute polymer solutions: correlation of drag reduction with 
modified Deborah number, SPEJ Sept., 325 
dispersion coefficients for gases flowing in consolidated por- 
ous media, SPEJ Mar., 43 
displacement efficiency: Redwater field, Alberta, Canada, 
(Tech. Art.) JPT Apr., 449 
displacement mechanics in primary cementing, JPT Feb., 251 
drilling fluids: factors affecting cuttings removal, JPT June, 
807 


water-base; high-temperature flow properties, JPT Aug., 
107 


drilling rate: and filtration of clay and polymer drilling fluids, 
May, 688 
and filtration of emulsion drilling fluids, JPT July, 943 
effect of fluid properties and hydraulics; microbit studies, 
Apr., 541 
dynamic filtration during microbit drilling, JPT Sept., 1209 
errors in core oil content data measured by the retort dis- 
tillation method, (Tech. Art.) JPT June, 759 
five-spot network: effects of isolated permeability interfer- 
ences on sweep efficiency and conductivity, SPEJ 
Mar., 20 
flow of polymer solutions through porous media, JPT Aug., 
1065; discussion, 1072 
foam: streaming potential and rheology, SPEJ Dec., 359 
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gas condensate fields: prediction of time dependence of well 
deliverability, SPEJ June, 113 

gas reservoir: modeling; preparation and testing of low per- 
meability porous media to meet scaling requirements, 
SPEJ June, 189 

practical application of a two-dimensional numerical model, 

(Tech. Art.) JPT Sept., 1127 

improved water-driven LPG slug process, SPEJ Sept., 319 

indexed dull bit-tooth penetration into dry rock under con- 
fining pressure, JPT Sept., 1225 

mobility control with polymer solutions, SPEJ June, 161 

natural gas-carbon dioxide: compressibility factors for lean 
mixtures at high pressure, SPEJ Mar., 80 

paraffin deposition: inhibitor improved, (Tech. Art.) JPT 
Feb., 150 

penetration performance of circumferential-toothed rock bits, 

JPT Jan., 113 


physical .ctca of porous media: correlations, SPEJ Sept., 
2 


polymer spheres: laminar-turbulent transition in suspension, 
SPEJ Sept., 259 
pseudoplastic fluids: rheological properties in porous media, 
SPEJ June, 149; discussion, 159 
relative permeability: three-phase; measurement using a 
—_ magnetic resonance technique, SPEJ Sept., 
theologically complex fluids: general turbulent pipe flow 
scale-up correlation, SPEJ Sept., 252 
rocks: failure characteristics; effect of hardness reducers, 
SPEJ Sept., 295; discussion, 299 
simultaneous measurement of pore and elastic properties 
under triaxial stress conditions, SPEJ Sept., 283 
softening; means of prevention during steam or hot water 
injection, JPT May, 703 
strain hardening of a porous limestone, SPEJ Sept., 229 
sandstone: clay- or silt-blocked: effect of pressure drawdown 
on clean-up, JPT Mar., 397 
shear wave velocity: mode conversion technique employed in 
studies of rock samples under axial and uniform 
compression, SPEJ June, 136 
steam injection: use of an insulating fluid for casing pro- 
tection, (Tech. Art.) JPT Nov., 1453 
tubes: stresses at intersection; cross- and T-joints, JPT May, 


vaporization: role in high percentage oil recovery by pressure 
maintenance, JPT Feb., 245 
vertical fractures: in matrix; performance of petroleum 
reservoirs, SPEJ June, 221 
viscosity of methane, SPEJ Mar., 75 
waterflooding: five-spot pilot; model studies, JPT Mar., 404 
wettability alteration flooding: determination of chemical 
requirements and applicability, JPT June, 839 
LACT: commingling operation: shared-time net oil measure- 
ment, (Tech. Art.) JPT Dec., 1527 
Lanmon, C. P. and Grit, H. F.: A Wireline Completion Tech- 
nique for Sand Control, (Tech. Art.) JPT June, 741 
LAPLACE EQUATION: radial flow problems: some approximate 
solutions associated with production at constant well 
pressure, SPEJ Mar., 31 
Larsen, A. L.: Methods for Treating Surface and Subsurface 
Waters, (Tech. Art.) JPT Dec., 1531 
Lasater, R. M., et al: Design Techniques for Chemical Frac- 
ture-Squeeze Treatments, JPT Nov., 1493 
Lawuon, C. P., et al: Laboratory Drilling Rate and Filtration 
Studies of Clay and Polymer Drilling Fluids, JPT 
May, 688 
Laboratory Drilling Rate and Filtration Studies of Emulsion 
Drilling Fluids, JPT July, 943 
Leacu, R. O. and Froninc, H R.: Determination of Chemical 
Requirements and Applicability of Wettability Al- 
teration Flooding, JPT June, 839 
Lear River FIELD: See Illinois 
Leaks: location in aquifer gas storage field; calculation of, 
(Tech. Art.) JPT May, 623 
LeBianc, N. F. and Besse, C. P.: An Application of Oceano- 
graphic Data in Offshore Structural Design, SPEJ 
Sept., 273 
Ler, A. L., et al: The Viscosity of Methane, SPEJ Mar., 75 
Lecatski, M. W. and Karz, D. L.: Dispersion Coefficients for 
Gases Flowing in Consolidated Porous Media, SPEJ 
Mar., 43 
Leutwy.er, K.: Discussion on Computer Calculations of Pres- 
sure and Temperature Effects on Length of Tubular 
— During Deep Well Stimulation, JPT Aug., 





Discussion on Design Criteria for Completion of Steam In- 
jection Wells, (Tech. Art.) JPT June, 765 
LIMESTONES: cutting action of a single diamond under simu- 
lated borehole conditions, JPT July, 937 

laboratory drilling rate and filtration studies of emulsion 
drilling fluids, JPT July, 943 
porous: strain hardening, SPEJ Sept., 229 
LiguID LEVEL: gas wells: acoustic determination of, (Tech. 
Art.) JPT May, 601 
Liguips: holdup: horizontal pipelines; prediction when occur- 
ring during continuous two-phase flow, JPT June, 
815 
slug flow: analytical description in small-diameter vertical 
conduits, JPT Mar., 419 
thixotropic: numerical prediction of pipeline flow character- 
istics, SPEJ Dec., 369 
LitHoLocy: fluvial sandstone body: generation of a synthetic 
vertical profile, SPEJ Sept., 243 
Loc INTERPRETATION: See Interpretation 
Locerinc: See Well Logging 
Lomparp, D. B. and Carpenter, H. C.: Recovering Oil by 
Retorting a Nuclear Chimney in Oil Shale, (Tech. 
Art.) JPT June, 727 
Lorp, D. L., et al: General Turbulent Pipe Flow Scale-Up 
Correlation for Rheologically Complex Fiuds, SPEJ 
Sept., 252 
Lourstana: Grand Isle Block 43 field: dog-leg control in direc- 
tionally drilled wells, JPT Jan., 107 
offshore: controlled injection of sand consolidation plastic, 
(Tech. Art.) JPT Apr., 487 
floating drilling; review of procedures after four years’ 
experience, (Tech. Art.) JPT Feb., 167 
Sunshine field: performance predictions of the Marg Tex oil 
reservoir using unsteady-state calculations, (Tech. 
Art.) JPT May, 595 
Tigre Lagoon field: prediction of flow patterns, liquid holdup 
and pressure losses occurring during continuous two- 
phase flow in horizontal pipelines, JPT June, 815 
West Delta Block 117: abandonment and salvage of deep 
water wells and structures, (Tech. Art.) JPT Mar., 
28 


Lowe, D. K., et al: A Computer Study of Horizontal Fracture 
Treatment Design, JPT Apr., 559 

Lowe, R. M.: Performance Predictions of the Marg Tex Oil 
Reservoir Using Unsteady-State Calculations, (Tech. 
Art.) JPT May, 595 

LPG INJECTION: water-driven process: laboratory study of im- 
proved type, SPEJ Sept., 319 

Lusinski, A. and GREENFIELD, W. D.: Use of Bumper Subs 
When Drilling From Floating Vessels, JPT Dec., 
1587 


M 


MANAGEMENT: naval petroleum and oil shale reserves: main- 

taining a potential, (Tech. Art.) JPT Mar., 297 
planning by visual path analysis, (Tech. Art.) JPT Feb., 177 
so you want to be a manager? (Tech. Art.) JPT Jan., 11 

Manry, C. W., et al: Displacement Mechanics in Primary 
Cementing, JPT Feb., 251 

MantoortH, M. A., et al: Controlled Injection of Sand Con- 
solidation Plastics, (Tech. Art.) JPT Apr., 487 

MaRKOV PROCESSES: transition procedure: used in generation 
of a synthetic vertical profile of a fluvial sandstone 
body, SPEJ Sept., 243 

Marspen, S. S. and Raza, S. H.: The Streaming Potential and 
the Rheology of Foam, SPEJ Dec., 359 

Martin, J. C., et al: A Theoretical Analysis of Steam Stimula- 
tion, JPT Mar., 411 

Martin, W. L., et al: Use of an Insulating Fluid for Casing 
Protection During Steam Injection, (Tech. Art.) 
JPT Nov., 1453 

MAss TRANSFER: interphase: isothermal displacement processes 
with, SPEJ June, 205 

MATHEMATICAL MODELING: See Models: mathematical 

Matson, B. G., et al: Computer Calculations of Pressure and 
Temperature Effects on Length of Tubular Goods 
During Deep Well Stimulation, JPT Apr., 551; dis- 
cussion, JPT Aug., 1085 

McComs FIELD: See Mississippi 

McDurrtE, J. C., Jr.: Shared-Time Net Oil Measurement for 
Commingling Operations, (Tech. Art.) JPT Dec., 
527 


McFartane, R. C., et al: Evaluating Uncertainty in Engineer- 
. ing Calculations, JPT Dec., 1595 








































Unsteady-State Distributions of Fluid Compositions in Two- 
Phase Oil Reservoirs Undergoing Gas Injection, 
SPEJ Mar., 61 
McGuoruiin, B. B., et al: A Computer Study of Horizontal 
Fracture Treatment Design, JPT Apr., 559 
Laboratory Studies of Rock Softening and Means of Pre- 
vention During Steam or Hot Water Injection, JPT 
May, 703 
McLean, R. H., et al: Displacement Mechanics in Primary 
Cementing, JPT Feb., 251 
McMitten, J. M., et al: The Equations of Motion of Fluids in 
Porous Media: I. Propagation Velocity of Pressure 
Pulses, SPEJ Dec., 333 
MEASUREMENT: oil, net: shared-time for commingling opera- 
tions, (Tech. Art.) JPT Dec., 1527 
shale density: aid in drilling wells in high-pressure areas, 
(Tech. Art.) JPT Nov., 1423 
simultaneous: pore and elastic properties of rocks under 
triaxial stress conditions, SPEJ Sept., 283 
three-phase relative permeability: using a nuclear magnetic 
resonance technique for estimating fluid saturation, 
SPEJ Sept., 235 
Me ton, L. L., et al: General Turbulent Pipe Flow Scale-Up 
Correlation for Rheologically Complex Fluids, SPEJ 
Sept., 252 
Menzig, D. E. and Dausen, D. L.: Flow of Polymer Solutions 
— Porous Media, JPT Aug., 1065; discussion, 
METHANE: viscosity: from 100 to 460F and 200 to 10,000 
psia, SPEJ Mar., 75 
Mitter, F. G., et al: A Mathematical Model of Reservoir 
Response During the Cyclic Injection of Steam, 
SPEJ June, 174 
Pressure Buildup Behavior in a Two-Well Gas-Oil System, 
SPEJ June, 195 
Unsteady-State Distributions of Fluid Compositions in Two- 
hase Oil Reservoirs Undergoing Gas Injection, 
SPEJ Mar., 61 
Miter, J., Jr., and Boyp, W. E., Jr.: Better Investment Plan- 
ning of Gas-Producing Operations by Computer 
Simulation, (Tech. Art.) JPT Feb., 157 
Mitter, J. S. and Eakin, J. L.: Explosives Research to Im- 
prove Flow Through Low-Permeability Rock, (Tech. 
Art.) JPT Nov., 1431 
Mitter, R. N. and O’Dett, H. G.: Successfully Cycling a 
Low-Permeability, High-Yield Gas Condensate Reser- 
voir, (Tech. Art.) JPT Jan., 41; discussion, 47 
MrnerRALs: barium sulfate: unique characteristics of scale 
deposition, JPT Oct., 1381 
keystone to the world’s economy, (Tech. Art.) JPT Sept., 
1184 


science and technology: NAS-NRC concerned over slow ad- 
vances, (Tech. Art.) JPT Feb., 215 

Mininc: AIME annual meeting offers strong petroleum-mining 

program, (Tech. Art.) JPT Jan., 66 

Athabasca tar sands, Canada: new approach to oil produc- 
tion, (Tech. Art.) JPT Oct., 1337 

curricula: should special industry requirements be perpetu- 
ated in educational institutions? (Tech. Art.) JPT 
July, 909 

Minton, R. C.: Review of Procedures After Four Years Expe- 
rience in Floating Drilling, (Tech. Art.) JPT Feb., 
167 

MISCIBLE DISPLACEMENT: water-driven LPG slug process: lab- 
oratory study of an improved type, SPEJ Sept., 319 

Mississippi: McComb field: water pressure maintenance opera- 
tions; field case history, (Tech. Art.) JPT Apr., 457 

Missourt: Deerfield: pilot test of recovery by steam drive, JPT 
July, 956 

Mixtures: lean: natural gas-carbon dioxide; compressibility 
factors at high pressure, SPEJ Mar., 80 

Mositity: control with polymer solutions, SPEJ June, 161; 
discussion, 170 

low liquid-vapor ratio fluids: effect of saturation on, SPEJ 
ar., 

MoBILITY RATIO: control with polymers: comparison of polymer 
flooding and waterflocding at Huntington Beach, 
California, (Tech. Art.) JPT Sept., 1103 

waterflooding: model studies of five-spot pilot, JPT Mar., 404 

MobEts: analytical: displacement mechanics in primary ce- 

menting, JPT Feb., 251 

Bingham plastic: flow of slurries in pipes and between paral- 
lel plates, SPEJ Dec., 342 

conceptual: liquid slug flow; analytical description in small- 
diameter vertical conduits, JPT Mar., 419 

dispersion: coefficients for gases flowing in consolidated por- 











ous media, SPEJ Mar., 43 

gas reservoir: preparation and testing of low-permeability 
porous media to meet scaling requirements, SPEJ 
June, 189 

Hele Shaw: effects of isolated permeability interferences on 
sweep efficiency and conductivity of five-spot net- 
work, SPEJ Mar., 20 


idealized: theoretical analysis of steam stimulation, JPT Mar., 


11 
layered: application of Buckley-Leverett displacement theory 
to noncommunicating systems, JPT Nov., 1500 
mathematical: gas injection into two-phase oil reservoirs; 
unsteady-state distributions of fluid compositions, 
SPEJ Mar., 61 
isothermal displacement processes with interphase mass 
transfer, SPEJ June, 205 
Markov processes; generation of a synthetic vertical profile 
of a fluvial sandstone body, SPEJ Sept., 243 
ms gain on investment, JPT May, 679; discussion, 
686 


productivity of wells in vertically fractured, damaged for- 
mations, JPT Jan., 120 
reservoir response during the cyclic injection of steam, 
SPEJ June, 174 
turbulent pipe flow scale-up correlation for rheologically 
complex fluids, SPEJ Sept., 252 
two-dimensional; practical application for gas reservoir 
studies, (Tech. Art.) JPT Sept., 1127 
potentiometric, lucite and electrical resistivity types: per- 
formance study of petroleum reservoirs containing 
vertical fractures in the matrix, SPEJ June, 221 
scaled: pilot waterflood studies, JPT Mar., 404 
Morse, J. V. and Ort, F. III: Field Application of Unsteady- 
State Pressure Analyses in Reservoir Diagnosis, 
(Tech. Art.) JPT July, 869 
Mue ter, T. D., et al: A Mathematical Model of Reservoir 
Response During the Cyclic Injection of Steam, 
SPEJ June, 174 
Evaluating Uncertainty in Engineering Calculations, JPT 
Dec., 1595 
Pressure Buildup Behavior in a Two-Well Gas-Oil System, 
SPEJ June, 195 
Unsteady-State Distributions of Fluid Compisitions in Two- 
Phase Oil Reservoirs Undergoing Gas Injection, 
SPEJ Mar., 61 
MULTIPLE ZONES: steam injection: steam zone growth, SPEJ 
Mar., 1 
Murpny, W: C. and Smitn, D. K.: A Critique of Filler Ce- 
ments, (Tech. Art.) JPT Aug., 1011 
MusseLman, J. A. and Gnirk, P. F.: An Experimental Study 
of Indexed Dull Bit-Tooth Penetration Into Dry 
Rock Under Confining Pressure, JPT Sept., 1225 
Myers, H. M. and Funk, J. E.: Fluid Dynamics in a Diamond 
Drill Bit, SPEJ Dec., 347 


N 


NaTIoNAL ACADEMY OF SCIENCE: mineral science and _ tech- 
nology: concern over slow advances, (Tech. Art.) 
JPT Feb., 215 
NaTIONAL AFFAIRS ComMITTEE: AIME: advises government on 
mineral engineering matters, (Tech. Art.) JPT May, 
653 
NatTIoNnaL RESEARCH CounciL: mineral science and technology: 
concern over slow advances, (Tech. Art.) JPT Feb., 
215 
Natura Gas: See also Gas 
and carbon dioxide: compressibility factors for lean mixtures 
at high pressure, SPEJ Mar., 80 
aquifer storage field: calculation of leak location, (Tech. 
Art.) JPT May, 623 
case history of development in a Silurian dolomite at Glas- 
ford, Illinois, (Tech. Art.) JPT Sept., 1119 
development; calculation of water displacement by gas, 
SPEJ June, 105 
estimating gas-water contacts using shut-in wellhead pres- 
sures, (Tech. Art.) JPT July, 877 
Delaware-Val Verde basins: study of stimulation results of 
Ellenburger gas wells, (Tech. Art.) JPT Aug., 1017 
federal regulation and producing segment of gas industry, 
(Tech. Art.) JPT Jan., 23 
gas storage field development optimization, (Tech. Art.) 
Mar., 323 
liquid level in wells: acoustic determination of, (Tech. Art.) 
JPT May, 601 
producing operations: better investment planning by com- 
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producing operations: better investment planning by com- 
puter simulation, (Tech. Art.) JPT Feb., 157 

NAVAL PETROLEUM RESERVES: management to maintain a poten- 
tial, (Tech. Art.) JPT Mar., 297 

Netson, A. D., et al: Practical Application of a Two-Dimen- 
sional Numerical Model for Gas Reservoir Studies, 
(Tech. Art.) JPT Sept., 1127 

Netson, C. C., et al: Ocean Floor Wellhead Arrangement for 

Hydraulic Oilwell Pumping, (Tech. Art.) JPT Aug., 


983 

Nenson, R. G. and CunnincHam, R. D.: A New Method for 
Determining a Well’s In-Place Hydrocarbons From 
a Pressure Buildup Test, (Tech. Art.) JPT July, 859 

Neme_tH, L. K. and Kennepy, H. T.: A Correlation of Dewpoint 
Pressure With Fliud Composition and Temperature, 
SPEJ June, 99 

Neuman, S. P. and WitHErspoon, P. A.: Evaluating a Slightly 
Permeable Caprock in Aquifer Gas Storage: I. Cap- 
rock of Infinite Thickness, JPT July, 949 

NEUTRON LIFETIME LOGGING: advances in, (Tech. Art.) JPT 
Apr., 479 : 

New Mexico: Chaveroo field: computer processing of log data 
improves production, (Tech. Art.) JPT July, 889 

Pictured Cliffs gas reservoir: Project Gasbuggy; stetus report, 

(Tech. Art.) JPT Oct., 1319 

New York: Allegheny field: induced fracturing study using 
crc, approach, JPT Feb., 261; discussion, 
2 

NEWTONIAN FLUIDS: equations of motion in porous media: 
rete velocity of pressure pulses, SPEJ Dec., 


NIELSEN, -R. L., et al: Simulation of Three-Dimensional, Two- 
Sa Flow in Oil and Gas Reservoirs, SPEJ Dec., 
NitrRoGEN: role on depletion performance of volatile reservoir 
fluids, (Tech. Art.) JPT Nov., 1449 
Non-NEWTONIAN SYSTEMS: Bingham plastic slurries: flow in 
pipes and between parallel plates, SPEJ Dec., 342 
pseudoplastic fluids: rheological properties in porous media, 
SPEJ June, 149; discussion, 159 
theologically complex fluids: general turbulent pipe flow 
scale-up correlation, SPEJ Sept., 252 
NUCLEAR ENERGY: Project Gasbuggy: status report, (Tech. 
Art.) JPT Oct., 1319 
NUCLEAR EXPLOSIONS: oil shale: recovering oil by retorting a 
nuclear chimney, (Tech. Art.) JPT June, 727 
Project Gasbuggy: status report, (Tech. Art.) JPT Oct., 1319 
NUCLEAR LOGGING: neutron lifetime log: advances in, (Tech. 
Art.) JPT Apr., 479 
NUCLEAR MAGNETIC RESONANCE: fluid saturation estimation: 
three-phase relative permeability measurement, SPEJ 
Sept., 235 
NUMERICAL SOLUTIONS: bottom-hole pressures: gas wells; flow- 
ing and static conditions, (Tech. Art.) JPT July, 897 
effect of assumptions used to calculate for gas wells, JPT 
Apr., 547 
caprock permeability: infinite thickness; evaluating in aquifer 
gas storage, JPT July, 949 
chemical fracture-squeeze treatments: design techniques, JPT 
Nov., 1493 
condensates: multicomponent, two-phase transient radial flow; 
integration of partial differential equations, SPEJ 
June, 125 
cyclic injection of. steam: mathematical model of reservoir 
response, SPEJ June, 174 
equations of motion of fluids in porous media: propagation 
velocity of pressure pulses, SPEJ Dec., 333 
flow in pipes and between parallel plates: Bingham plastic 
slurries, SPEJ Dec., 342 
fluid dynamics in a diamond drill bit, SPEJ Dec., 347 
gas condensate fields: prediction of time dependence of well 
deliverability, SPEJ June, 113 
horizontal pipelines: prediction of flow patterns, liquid 
holdup and pressure losses occurring during con- 
tinuous two-phase flow, JPT June, 815 
initiation and extension of hydraulic fractures in rocks, SPEJ 
Sept., 310 
in-place hydrocarbons: determined from pressure buildup 
test, (Tech. Art.) JPT July, 859 
isothermal displacement processes with interphase mass trans- 


fer, SPEJ June, 205 
pipeline flow characteristics of thixotropic liquids, SPEJ 
Dec., 369 
pressure buildup behavior in a two-well gas-oil system, SPEJ 
: June, 195 


pressure drawdown and buldup in presence of radial discon- 





tinuities, SPEJ Sept., 301 

pressure drops: two-phase; predicting in vertical pipe, JPT 
June, 829 

radial flow problems associated with production at constant 
well pressure, SPEJ Mar., 31 

simulation of three-dimensional, two-phase flow in oil and 
gas reservoirs, SPEJ Dec., 377 

specific surface: simplified method for determining, JPT 
Aug., 1081 

steam stimulation: theoretical analysis, JPT Mar., 411 

steam zone growth during multiple-layer steam injection, 
SPEJ Mar., 1 

storm wave profiles in Gulf of Mexico, SPEJ Mar., 87 

streaming potential and rheology of foam, SPEJ Dec., 359 

transient oil production in a radial composite reservoir, SPEJ 
Dec., 355 

tubular goods length: computer calculations of pressure and 
temperature effects during deep well stimulation, 
JPT Apr., 551; discussion, JPT Aug., 1085 

two-dimensional model: practical application for gas reser- 
voir studies, (Tech. Art.) JPT Sept., 1127 

water displacement by gas in devlopment of aquifer storage, 


SPEJ June, 105 
Oo 


Ozorn, R. W. and Ryan, R.: Case History of Aquifer Gas 
Storage Development in a Silurian Dolomite at 
Glasford, Illinois, (Tech. Art.) JPT Sept., 1119 
OcEANOGRAPHY: data: application in offshore structural design, 
SPEJ Sept., 273 
Open, A. S., et al: The Equations of Motion of Fluids in Por- 
ous Media: I. Propagation Velocity of Pressure 
Pulses, SPEJ Dec., 333 
O’Dett, H. G. and Miter, R. N.: Successfully Cycling a Low- 
Permeability, High-Yield Gas Condensate Reservoir, 
(Tech. Art.) JPT Jan., 41; discussion, 47 
OeFELEIN, F. H. and Rosertson, J. O., Jr.: Plugging Thief 
Zones in Water Injection Wells, (Tech. Art.) JPT 
Aug., 999 
OFFSHORE DRILLING: deflection tools and techniques in high- 
angle drilling, (Tech. Art.) JPT Apr., 469 
dog-leg control in directionally drilled wells, JPT Jan., 107 
floating rig: review of procedures after four years’ experience, 
(Tech. Art.) JPT Feb., 167 
OFFSHORE OPERATIONS: abandonment and salvage of deep water 
wells and structures, (Tech. Art.) JPT Mar., 287 
drilling from floating vessels: use of bumper subs, JPT Dec., 


ocean floor wellhead arrangement for hydraulic oilwell pump- 
ing, (Tech. Art.) JPT Aug., 983 

storm wave characteristics, SPEJ Mar., 87 

structural design: application of oceanographic data, SPEJ 
Sept., 273 

tubes: stresses at intersection; cross- and T-joints, JPT May, 


undetsea drilling and production sites for petroleum, (Tech. 
Art.) JPT Oct., 1309 
OIL PRODUCTION: transient: calculation in a radial composite 
reservoir, SPEJ Dec., 355 
OIL PROPERTIES: evaluations: tax consequences on investment 
yardsticks, (Tech. Art.) JPT Dec., 1547 
Oi recovery: high percentage: role of vaporization in pres- 
sure maintenance, JPT Feb., 245 
O1L RESERVOIRS: performance when containing vertical fracture 
in the matrix, SPEJ June, 221 
simulation of three-dimensional, two-phase flow, SPEJ Dec., 


two-phase: undergoing gas injection; unsteady-state distribu- 
tions of fluid compositions, SPEJ Mar., 61 
OIL SATURATION: errors in core oil content data measured by 
the retort distillation method, (Tech. Art.) JPT 
June, 759 
Oi sHALEs: a look ahead at synthetic hydrocarbon technology, 
(Tech. Art.) JPT Oct., 1329 
explosives research to improve flow through, (Tech. Art.) 
JPT Nov., 1431 
naval reserves: management to maintain a potential, (Tech. 
Art.) JPT Mar., 297 
recovering oil by retorting a nuclear chimney, (Tech. Art.) 
JPT June, 727 
OL wELLs: deep water: abandonment and salvage offshore, 
(Tech. Art.) JPT Mar., 287 
in-place hydrocarbons: from pressure buildup test, (Tech. 
Art.) JPT July, 859 
pressure buildup behavior in a two-well gas-oil system, SPEJ 
June, 195 











OPTIMIZING TECHNIQUES: gas storage field development, (Tech. 
Art.) JPT Mar., 323 

ORIENTATION: vertical fractures: study using instrumental ap- 
proach, JPT Feb., 261; discussion, 266 

OrxiszewskI, J.: Predicting Two-Phase Pressure Drops in Ver- 
tical Pipes, JPT June, 829 

Ort, F. III and Morse, J. V.: Field Application of Unsteady- 
State Pressure Analyses in Reservoir Diagnosis, 
(Tech. Art.) JPT July, 869 

Oxrorp, W. F., Jr.: Tubular Goods — Service Conditions and 
Performance, (Tech. Art.) JPT May, 617 

OxnarD FIELD: See California 


P 


PARAFFIN: ae improved inhibitor, (Tech. Art.) JPT 
eb., 
Patcuett, J. G. and Rauscu, R. W.: An Approach to Deter- 
ee Water Saturation in Shaly Sands, JPT Oct., 
Patterson, G. K., et al: Correlation of Drag Reduction With 
Modified Deborah Number for Dilute Polymer Solu- 
tions, SPEJ Sept., 325 
PENETRATION: indexed dull bit-tooth: into dry rock under con- 
fining pressure, JPT Sept., 1225 
performance of circumferential-toothed rock bits; laboratory 
evaluation, JPT Jan., 113 
rate: — filtration during microbit drilling, JPT Sept., 
209 


PENNSYLVANIA: steam flooding: economic appraisal for a field, 
(Tech. Art.) JPT Nov., 1437 
PERCENTAGE GAIN: on investment: an investment decision yard- 
stick, JPT May, 679; discussion, 686 
Perez-Rosa.es, C.: A Simplified Method for Determining Spe- 
cific Surface, JPT Aug., 1081 
PERFORMANCE PREDICTIONS: gas condensate fields: attempt to 
predict the time dependence of well deliverability, 
SPEJ June, 113 
gas injection into reservoirs of differing volatilities and role 
of nitrogen, (Tech. Art.) JPT Nov., 1449 
gas reservoir: practical application of a two-dimensional nu- 
merical model, (Tech. Art.) JPT Sept., 1127 
Sunshine field, Louisiana: Marg Tex oil reservoir; using 
- cccatiaaaaas calculations, (Tech. Art.) JPT May, 
5 


9! 
Wesson field, Arkansas: waterflooding successful in Hogg 
Sand Unit, (Tech. Art.) JPT Jan., 35 
PERMEABILITY: caprock: evaluating in aquifer gas storage for 
infinite thickness case, JPT July, 949 
flushed: mobility control with polymer solutions, SPEJ June, 
161; discussion, 170 
isolated interferences: effects on sweep efficiency and con- 
ductivity of five-spot network, SPEJ Mar., 20 
low: explosives research to improve flow through, (Tech. 
Art.) JPT Nov., 1431 
porous media; preparation and testing to meet scaling 
aa, for gas reservoir modeling, SPEJ June, 
9 
successfully cycling a high-yield condensate reservoir, 
(Tech. Art.) JPT Jan., 41; discussion, 47 
relative: three-phase; measurement using a nuclear magnetic 
resonance technique for estimating fluid saturation, 
SPE]J Sept., 235 
sandstone: clay- or silt-blocked; effect of pressure drawdown 
on clean-up, JPT Mar., 397 
stratified: cycling high-yield condensate reservoir successful, 
(Tech. Art.) JPT Jan., 41; discussion, 47 
variable: controlled injection of sand consolidation plastic, 
(Tech. Art.) JPT Apr., 487 
PETROLEUM: undersea drilling and production sites, (Tech. 
Art.) JPT Oct., 1309 
PETROLEUM ECONOMICS: See Economics 
PETROLEUM ENGINEERING: AIME annual meeting offers strong 
petroleum-mining program, (Tech. Art.) JPT Jan., 


66 
curricula: should special industry requirements be perpetu- 
ated in educational institutions? (Tech. Art.) JPT 
July, 909 
enrollments continue to climb, (Tech. Art.) JPT Jan., 62 
PETROLEUM ENGINEERS: recruiting: story of diminishing re- 
serves, (Tech. Art.) JPT June, 737 
report: application to financing, (Tech. Art.) JPT Feb., 187 
PHASE BEHAVIOR: convergence pressure: critical composition 
method for calculating, SPEJ Mar., 54 
PHYSICAL PROPERTIES: filler cements: a critique, (Tech. Art.) 
T Aug., 1011 
porous media: correlations, SPEJ Sept., 266 








tubular goods: service conditions and performance, (Tech. 
Art.) JPT May, 617 
Picxett, G. W.: Techniques and Deflection Tools in High- 
Angle Drilling: Past, Present and Future, (Tech. 
Art.) JPT Apr., 469 
PicrureD CLIFFS GAS RESERVOIR: See New Mexico 
Pitot stupy: comparison of polymer flooding and waterflood- 
ing at Huntington Beach, California, (Tech. Art.) 
JPT Sept., 1103 
Deerfield, Missouri: recovery by steam drive, JPT July, 956 
five-spot: waterflood models, JPT Mar., 404 
steam flooding: economic appraisal in a Pennsylvania field, 
(Tech. Art.) JPT Nov., 1437 
Thermosludge water treating and steam generation process, 
(Tech. Art.) JPT Dec., 1537 
PirE: correlation of drag reduction with modified Deborah 
someee for dilute polymer solutions, SPEJ Sept., 


flow of Bingham plastic slurries within, SPEJ Dec., 342 
service conditions and performance, (Tech. Art.) JPT May, 
617 


turbulent flow: general scale-up correlation for rheologically 
complex fluids, SPEJ Sept., 252 
vertical: predicting two-phase pressure drop, JPT June, 829 
Pipe.ines: flow characteristics of thixotropic liquids: numerical 
predictions, SPEJ Dec., 369 
horizontal: prediction of flow patterns, liquid holdup and 
pressure losses occurring during continuous two- 
phase flow, JPT June, 815 
laminar-turbulent transition in suspension of rigid spheres, 
SPE] Sept., 259 
Pizzi, G., et al: Water Drive Gas Reservoirs: Uncertainty in 
Reserves Evaluation From Past History, JPT Feb., 
237; discussion, JPT July, 965 
PLANNING: visual path analysis, (Tech. Art.) JPT Feb., 177 
PLAnNTs: nine in operation: Thermosludge water treating and 
oy generation process, (Tech. Art.) JPT Dec., 
Prasticity: theory: strain hardening of a porous limestone, 
EJ Sept., 229 
Puastics: sand consolidation: controlled injection of, (Tech. 
Art.) JPT Apr., 487 
Piatrorms: abandonment and salvage: Hurricane Betsy, (Tech. 
Art.) JPT Mar., 287 
storm wave characteristics predictions, SPEJ Mar., 87 
PLUGGING: ~ zones: water injection wells, (Tech. Art.) JPT 
ug., 
PoLYETHYLENE: inhibitor: improved paraffin deposition, (Tech. 
Art.) JPT Feb., 150 
PotyMers: dilute solutions: correlation of drag reduction with 
modified Deborah number, SPEJ Sept., 325 
drilling fluids: laboratory drilling rate and filtration studies, 
JPT May, 688 
flooding with: comparison with waterflooding at Huntington 
Beach, California, (Tech. Art.) JPT Sept., 1103 
rigid spheres: laminar-turbulent transition in suspension, 
SPEJ Sept., 259 
solutions: flow through porous media, JPT Aug., 1065; dis- 
cussion, 1072 
mobility control with, SPEJ June, 161; discussion, 170 
Porous mepiA: See also Reservoir Rocks 
consolidated: —— coefficients for gases flowing in, 
ar., 
correlations of physical properties, SPEJ Sept., 266 
equations of motion of fluids: propagation velocity of pres- 
sure pulses, SPEJ Dec., 333 
flow of polymer solutions through, JPT Aug., 1065; discus- 
sion, 1072 
limestone: strain hardening, SPEJ Sept., 229 
low permeability: preparation and testing to meet scaling 
a for gas reservoir modeling, SPEJ June, 
rheological properties of pseudoplastic fluids, SPEJ June, 
149; discussion, 159 
specific weg simplified method for determining, JPT 
ug., 
Porter, P. E. and Biaxety, R. F.: Generation of a Synthetic 
Vertical Profile of a Fluvial Sandstone Body, SPEJ 
Sept., 243 
Power: earning: of engineers, (Tech. Art.) JP7 Mar., 311 
Powers, L. W., et al: Deerfield Pilot Test of Recovery by 
Steam Drive, JPT July, 956 
Pratt, D. R. and Hanks, R. W.: On the Flow of Bingham 
Plastic Slurries in Pipes. and Between Parallel 
Plates, SPEJ Dec., 342 
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PRESSURE BEHAVIOR: dewpoint: correlation with fluid composi- 
tion and temperature, SPEJ June, 99 

elevated pore pressure: single-blow bit-tooth impact tests on 

saturated rocks under confining pressure, SPEJ Dec., 


falloff tests: field application of unsteady-state analyses in 
reservoir diagnosis, (Tech. Art.) JPT July, 869 

losses occurring during continuous two-phase flow in hori- 
zontal pipelines, JPT June, 815 

pulses: propagation velocity; equations of motion of fluids in 
porous media, SPEJ Dec., 333 

shut-in wellhead pressures: used in estimating gas-water 
contacts in aquifer gas storage, (Tech. Art.) JPT 
July, 877 

vertical pipe: predicting two-phase pressure drops, JPT June, 
829 


PRESSURE BUILDUP: behavior in a two-well gas-oil system, SPEJ 
June, 195 
in presence of radial discontinuities, SPEJ Sept., 301 
tests: field application of unsteady-state pressure analyses in 
reservoir diagnosis, (Tech. Art.) JPT July, 869 
new method for determining a well’s in-place hydrocar- 
bons, (Tech. Art.) JPT July, 859 
PRESSURE DISTRIBUTION: performance of petroleum reservoirs 
containing vertical fractures in the matrix, SPEJ 
June, 221 
PRESSURE DRAWDOWN: in presence of radial discontinuities, 
SPEJ Sept., 301 
sandstone, clay- or silt-blocked: effect on clean-up, JPT 
Mar., 397 
PRESSURE GRADIENTS: thixotropic liquids: numerical predictions 
of pipeline flow characteristics, SPEJ Dec., 369 
PRESSURE MAINTENANCE: See Gas and LPG Injection, Miscible 
Displacement and Waterflooding 
gas cycling: low-permeability, high-yield condensate reservoir 
operation successful, (Tech. Art.) JPT Jan., 41; 
discussion, 47 
role of vaporization in high-percentage oil recovery, JPT 
Feb., 245 
gas injection into reservoirs of differing volatilities, (Tech. 
Art.) JPT Nov., 1449 
water: McComb field, Mississippi; case history of operations, 
(Tech. Art.) JPT Apr., 457 
PRESSURE TRANSIENTS: in presence of radial discontinuities, 
SPEJ Sept., 301 
Preston, F. W., et al: Preparation and Testing of Low Per- 
meability Porous Media To Meet Scaling Require- 
ments for Gas Reservoir Modeling, SPEJ June, 189 
Professional Contemporizing: A Personal Challenge, (Tech. 
Art.) JPT Sept., 1113 
Price, H. S. and Donouue, D. A. T.: Isothermal Displacement 
Processes With Interphase Mass Transfer, SPEJ 
June, 205 
ProBaBILITY: storm wave characteristics: predictions by, SPEJ 
Mar., 87 
Processinc: log data by computer: improves production in 
Chaveroo field, New Mexico, (Tech. Art.) JPT 
July, 889 
PRopUCTION: at constant well pressure: some approximate 
solutions of radial flow problems, SPEJ Mar., 31 
Chaveroo field, New Mexico: computer processing of log 
data improves, (Tech. Art.) JPT July, 889 
hydrocarbons: by 1980, (Tech. Art.) JPT Oct., 1325 
from coal; progress in conversion, (Tech. Art.) JPT Oct., 


oil: mining at Athabasca is new approach, (Tech. Art.) JPT 
Oct., 1337 
undersea sites for petroleum, (Tech. Art.) JPT Oct., 1309 
PRODUCTION OPERATIONS: See also the specific operation 
commingling: shared-time net oil measurement, (Tech. Art.) 
JPT Dec., 1527 
dynamometer cards diagnosed by computer, JPT Jan., 97 
gas: better investment planning by computer simulation, 
(Tech. Art.) JPT Feb., 157 
gas lift: liquid slug flow; analytical description in small- 
diameter vertical conduits, JPT Mar., 419 
hydraulic oilwell pumping: ocean floor wellhead arrange- 
ment, (Tech. Art.) JPT Aug., 983 
paraffin: improved inhibitor, (Tech. Art.) JPT Feb., 150 
tubular connections: new technology for improved perform- 
ance, (Tech. Art.) JPT Mar., 337 
Propuctivity: wells in vertically fractured, damaged forma- 
tions, JPT Jan., 120 
PROFESSIONAL sociETIES: AIME: actions of the board, (Tech. 


Art.) JPT Apr., 512 and (Tech. Art.) JPT Aug., 
1035 
engineering: congressman challenges to advise government 
on technical matters, (Tech. Art.) JPT May, 653 
PROFESSIONALISM: contemporizing: a personal challenge, (Tech. 
Art.) JPT Sept., 1113 
— of engineers as managers, (Tech. Art.) JPT 
an., 
engineers: earning power of, (Tech. Art.) JPT Mar., 311 
Prosect Gassuccy: status report, (Tech. Art.) JPT Oct., 1319 
PropPpiInc AGENTS: horizontal fractures: computer study of 
treatment design, JPT Apr., 559 
Pusiic RELATIONS: AIME and oil industry program, (Tech. 
Art.) JPT Nov., 1475 
PuMPING WELLS: dynamometer cards diagnosed by computer 
to determine conditions, JPT Jan., 97 
hydraulic: ocean floor wellhead arrangement, (Tech. Art.) 
Aug., 983 
unsteady-state pressure analyses of buildup and falloff tests 
in reservoir diagnosis, (Tech. Art.) JPT July, 869 
Pumps: dynamometer cards diagnosed by computer to deter- 
mine displacement conditions and intake pressures, 


JPT Jan., 97 
R 


Ratpu, R. G., et al: Ocean Floor Wellhead Arrangement for 
Hydraulic Oilwell Pumping, (Tech. Art.) JPT Aug., 
983 


Ramey, H. J., Jn., and Snyper, R. W.: Application of Buckley- 
Leverett Displacement Theory to Noncommunicat- 
ing Layered Systems, JPT Nov., 1500 
RatHMELL, J. J.: Errors in Core Oil Content Data Measured 
by the Retort Distillation Method, (Tech. Art.) 
JPT June, 759 
Ratuirr, N. W. and CLosmann, P. J.: Calculation of Transient 
Oil Production in a Radial Composite Reservoir, 
SPEJ Dec., 355 
Rauscu, R. W. and Patcuett, J. G.: An Approach to Deter- 
mining Water Saturation in Shaly Sands, JPT Oct., 
1395 
Raymonp, L. R. and Binper, G. G., Jr.: Productivity of Wells 
in Vertically Fractured, Damaged Formations, JPT 
Jan., 120 
Raza, S. H. and Marspen, S. S.: The Streaming Potential and 
the Rheology of Foam, SPEJ Dec., 359 
RECOVERY METHODS: See also Oil Recovery, Secondary Recov- 
ery and Thermal Recovery of Oil 
mining: Athabasca tar sands, Canada; new approach to oil 
production, (Tech. Art.) JPT Oct., 1337 
RECRUITING: petroleum: story of diminishing reserves, (Tech. 
Art.) JPT June, 737 
REDWATER FIELD: See Canada 
REGULATORY PRACTICES: commingling operations: shared-time 
net oil measurement, (Tech. Art.) JPT Dec., 1527 
federal: producing segment of gas industry, (Tech. Art.) 
PT Jan., 23 
ReicHmMutTH, D. R., et al: Circumferential-Toothed Rock Bits 
—A Laboratory Evaluation of Penetration Perform- 
ance, JPT Jan., 113 
RELATIVE PERMEABILITY: See Permeability: relative 
ResearcH: fuel cells: progress in developing for commercial 
use, (Tech. Art.) JPT June, 749 
hydrocarbons from coal: progress in the conversion, (Tech. 
Art.) JPT Oct., 1345 
RESERVES: naval petroleum and oil shale: management to 
maintain a potential, (Tech. Art.) JPT Mar., 297 
petroleum engineers: recruiting in 1966 indicates diminishing 
numbers, (Tech. Art.) JPT June, 737 
petroleum engineer’s report: application to financing, (Tech. 
Art.) JPT Feb., 187 
water drive gas reservoirs: evaluation uncertain from past 
history, JPT Feb., 237; discussion, JPT July, 965 
RESERVOIR ANALYSIS: See also Performance Predictions 
bottom-hole pressure in gas wells: calculation for flowing 
and. static conditions, (Tech. Art.) JPT July, 897 
mathematical model of reservoir response during the cyclic 
injection of steam, SPEJ June, 174 
unsteady-state pressure: field application, (Tech. Art.) JPT 
July, 869 
RESERVOIR ENGINEERING: See Reservoir Mechanics 
RESERVOIR MECHANICS: gas reservoir: practical application of 
a two-dimensional numerical model, (Tech. Art.) 
JPT Sept., 1127 
vertical fractures in matrix: performance, SPEJ June, 221 
RESERVOIR ROCKS: See also Porous Media 

















































caprock: slightly permeable and of infinite thickness; evalu- 
ating in aquifer gas storage, JPT July, 949 
compression, axial and uniform: mode conversion technique 
cc in shear wave velocity studies, SPEJ June, 
6 


dry and under confining pressure: study of indexed dull bit- 
tooth penetration, JPT Sept., 1225 

failure characteristics: effect of hardness reducers, SPEJ 
Sept., 295; discussion, 299 

hydraulic fracture: initiation and extension, SPEJ Sept., 310 

limestone and shales: cutting action of a single diamond 
under simulated borehole conditions, JPT July, 937 

pore and elastic properties under triaxial stress condition: 
simultaneous measurement, SPEJ Sept., 283 

saturated: single-blow bit-tooth impact tests under confining 
pressure; elevated pore pressure, SPEJ Dec., 389 

saturation effect on mobility of low liquid-vapor ratio fluids, 
SPEJ Mar., 11 

softening: laboratory study of means of prevention during 
steam or hot water injection, JPT May, 703 

specific surface: determining by a simplified method, JPT 
Aug., 1081 

RESERVOIR SIMULATION: computer: better investment planning 

of gas-producing operations, (Tech. Art.) JPT 
Feb., 157 


evaluating uncertainty in engineering calculations, JPT Dec., 


fluvial sandstone body: generation of a synthetic vertical 
profile, SPEJ Sept., 243 
oil and gas: three-dimensional, two-phase flow, SPEJ Dec., 


RESERVOIR STIMULATION: explosives research: improves flow 
through low-permeability rock, (Tech. Art.) JPT 
Nov., 1431 
fracture treatment: computer study of horizontal design, JPT 
Apr., 559 
Reservoirs: See also type, such as, Bottom-Water Drive, Solu- 
tion-Gas Drive, and Water Drive and specific names 
RuHeEotocy: Bingham plastic slurries: flow in pipes and between 
parallel plates, SPEJ Dec., 342 
colloid: laminar-turbulent transition in suspension of rigid 
spheres, SPEJ Sept., 259 
complex fluids: general turbulent pipe flow scale-up correla- 
tion, SPEJ Sept., 252 
foam: and the streaming potential, SPEJ Dec., 359 
mobility control with polymer solutions, SPEJ June, 161; 
discussion, 170 
numerical prediction of pipeline flow characteristics, SPEJ 
Dec., 369 
properties: pseudoplastic fluids in porous media, SPEJ June, 
149; discussion, 159 
RicHarpson, J. G. and Coats, K. H.: Calculation of Water 
Displacement by Gas in Development of Aquifer 
; Storage, SPEJ June, 105 
Ritter, R. A. and Batycxy, J. P.: Numerical Prediction of 
the Pipeline Flow Characteristics of Thixotropic 
Liquids, SPEJ Dec., 369 
Rosertson, J. O., Jr., and OereLein, F. H.: Plugging Thief 
Zones in Water Injection Wells (Tech. Art.) JPT 
Aug. 999 
Rosinson, L. H.: Effect of Hardness Reducers on Failure 
Characteristics of Rock, SPEJ Sept., 295; discussion, 
2 


99 
Rosinson, R. J., et al: Storm Wave Characteristics, SPEJ 
Mar., 87 
RocK MECHANICS: cutting action of a single diamond under 
simulated borehole conditions, JPT July, 937 
explosives research: improves flow through low-permeability 
rock, (Tech. Art.) JPT Nov., 1431 
failure characteristics of rocks: effect of hardness reducers, 
SPEJ Sept., 295; discussion, 299 
measurement simultaneously of pore and elastic properties 
under triaxial stress conditions, SPEJ Sept., 283 
penetration: of indexed dull bit-tooth into dry rock under 
confining pressure, JPT Sept., 1225 
rate; dynamic filtration during microbit drilling, JPT Sept., 
1209 


strain hardening of a porous limestone, SPEJ Sept., 229 
RocK PROPERTIES: core data: statistically analyzing, (Tech. 

Art.) JPT Apr., 497 

correlations for porous media, SPEJ Sept., 266 

failure characteristics: effect of hardness reducers, SPEJ 
Sept., 295; discussion, 299 

fracture orientation: study using instrumental approach, JPT 
Feb., 261; discussion, 266 





measurement simultaneously of pore and elastic properties 
under triaxial stress conditions, SPEJ Sept., 283 

Rocks: See Reservoir Rocks 

Rocky MounrtaAIN SANDS: water saturation: approach to deter- 
mining in shaly sands, JPT Oct., 1395 

Ropricuez, J. M., et al: Corelation of Drag Reduction With 
Modified Deborah Number for Dilute Polymer Solu- 
tions, SPEJ Sept., 325 

Rowe, A. M.: The Critical Composition Method —A New 
Convergence Pressure Method, SPEJ Mar., 54 

RUDAC system: procedures: review after four years’ experi- 
ence in floating drilling, (Tech. Art.) JPT Feb., 167 

Ryan, R. and Osorn, R. W.: Case History of Aquifer Gas 
Storage Development in a Silurian Dolomite at 
Glasford, Illinois, (Tech. Art.) JPT Sept., 1119 

Ryan, R., et al: Estimating Gas-Water Contact in Aquifer 

Gas Storage Fields Using Shut-In Wellhead Pres- 

sures, (Tech. Art.) JPT July, 877 


Ss 


Sanig, S., et al: Preparation and Testing of Low Permeability 
Porous Media To Meet Scaling Requirements for 
Gas Reservoir Modeling, SPEJ June, 189 

Sanp: shaly: an approach to determining water saturation, 
JPT Oct., 1395 

SAND CONTROL: injection of sand consolidation plastic, (Tech. 
Art.) JPT Apr., 487 

wireline completion technique, (Tech. Art.) JPT June, 741 

SanpiForp, B. B.: Discussion on Flow of Polymer Solutions 
Through Porous Media, JPT Aug., 1072 

SanpiForD, B. B., et al: Discussion on Mobility Control With 
Polymer Solutions, SPEJ June, 170 

SanpreEa, R. J. and Farovg Aut, S. M.: The Effects of Iso- 
lated Permeability Interferences on the Sweep Effi- 
ciency and Conductivity of a Five-Spot Network, 
SPEJ Mar., 20 

Sanpstones: clay- or silt-blocked: effect of pressure drawdown 
on clean-up, JPT Mar., 397 

fluvial: generation of a synthetic vertical profile, SPEJ Sept., 

243 


laboratory drilling rate and filtration studies of emulsion 
drilling fluids, JPT July, 943 
physical properties: correlations, SPEJ Sept., 266 
three-phase relative permeability measurement using a nu- 
clear magnetic resonance technique for estimating 
fluid saturation, SPEJ Sept., 235 
Sarar, D. N. and Fatt, I.: Three-Phase Relative Permeability 
Measurement Using a Nuclear Magnetic Resonance 
Technique for Estimating Fluid Saturation, SPEJ 
Sept., 235 
Sarem, A. M.: Discussion on Rheological Properties of Pseudo- 
plastic Fluids in Porous Media, SPEJ June, 159 
Sarem, A. M., et al: Discussion on Mobility Control With 
Polymer Solutions, SPEJ June, 170 
SATURATION: condensate: effect on mobility of low liquid-vapor 
ratio fluids, SPEJ Mar., 11 
ScaLE: control: design techniques for chemical fracture-squeeze 
treatments, JPT Nov., 1493 
deposition: unique characteristics of barium sulfate, JPT 
Oct., 1381 
SCALING: gas reservoir: preparation and testing of low-perme- 
ability porous media to meet requirements for mod- 
eling, SPEJ June, 189 
Scnoemaker, R. P.: Visual Path Analysis, (Tech. Art.) JPT 
Feb., 177 
SciENCE: mineral: NAS-NRC concerned over slow advances, 
(Tech. Art.) JPT Feb., 215 
SECONDARY RECOVERY: See also Gas Injection, Miscible Dis- 
placement, Thermal Recovery of Oil and Water- 
flooding 
Spraberry Trend Area field, Texas: E. T. O’Daniel project is 
successful flood, (Tech. Art.) JPT Sept., 1137 
waterflooding: treating and completing water injection wells 
in Wilmington field, California, (Tech. Art.) JPT 
Jan., 49 
wettability alteration flooding: determination of chemical 
requirements and applicability, JPT June, 839 
SeweLt, F. D. and Werner, P. D.: New Technology for Im- 
proved Tubular Connection Performance, (Tech. 
Art.) JPT Mar., 337 
SHALE ors: See Oil Shales 
SHALES: cutting action of a single diamond under simulated 
borehole conditions, JPT July, 937 
density: measuring and using as aid ine drilling wells in 
high-pressure areas, (Tech. Art.) JPT Nov., 1423 
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Strperserc, I. H., et al: The Prediction of Flow Patterns, 
Liquid Holdup and Pressure Losses Occurring Dur- 
ing Continuous Two-Phase Flow in Horizontal Pipe- 
lines, JPT June, 815 

SILIcIc AcID GEL: plugging thief zones in water injection wells, 
(Tech. Art.) JPT Aug., 999 

Simpson, J. P., et al: Laboratory Drilling Rate and Filtration 
Studies of Clay and Polymer Drilling Fluids, JPT 
May, 688 

Laboratory Drilling Rate and Filtration Studies of Emulsion 
Drilling Fluids, JPT July, 943 

Stuc process: LPG: laboratory study of improved water- 
driven type, SPEJ Sept., 319 

SturriEs: Bingham plastic: flow in pipes and between parallel 
plates, SPEJ Dec., 342 
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